
RECEIVED: June 10, 2013

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

Ute Tribal 17-13 

2. TYPE OF WORK

DRILL NEW WELL      REENTER P&A WELL      DEEPEN WELL   
3. FIELD OR WILDCAT

ANTELOPE CREEK  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
ANTELOPE CREEK  

6. NAME OF OPERATOR
PETROGLYPH OPERATING CO 

7. OPERATOR PHONE
208 685-7685 

8. ADDRESS OF OPERATOR
960 Broadway Avenue, Ste 500, Boise, ID, 83703 

9. OPERATOR E-MAIL
ppowell@pgei.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

1420H623513 

11. MINERAL OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   
12. SURFACE OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

Ute Indian Tribe  

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES   (Submit Commingling Application)    NO   

19. SLANT

   
VERTICAL    DIRECTIONAL    HORIZONTAL   

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 879 FSL   594 FEL  SESE  18  5.0 S  3.0 W  U 

Top of Uppermost Producing Zone 660 FSL   660 FWL  SWSW  17  5.0 S  3.0 W  U 

At Total Depth 660 FSL   660 FWL  SWSW  17  5.0 S  3.0 W  U 

21. COUNTY
DUCHESNE  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
594 

23. NUMBER OF ACRES IN DRILLING UNIT
640 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

868 

26. PROPOSED DEPTH
MD: 6293     TVD: 6109 

27. ELEVATION - GROUND LEVEL

6144 

28. BOND NUMBER

LPM4138336 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

43-8342 

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 COND  20  14  0 -  54  5.0  Unknown  10.0  Class G  25  1.17  15.8

 SURF  12.25  8.625  0 -  494  24.0   J-55 ST&C  10.0  Class G  227  1.17  15.8

 PROD  7.875  5.5  0 - 6293  15.5   J-55 LT&C  10.0  Class G  472  1.92  12.5

               Class G  351  1.46  13.4

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Ed Trotter  TITLE Agent  PHONE 435 789-4120 

SIGNATURE DATE 05/30/2013  EMAIL edtrotter@easilink.com 

API NUMBER ASSIGNED

    43013522020000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT
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API Well Number: 43013522020000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUM Ribal
17-13

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI ANTELOPE CREEK

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO ANTELOPE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
PETROGLYPH OPERATING CO 208 685-7685

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
960 Broadway Avenue, Ste 500, Boise, ID, 83703 ppowell@pgei.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORS14A20EH623513

FEDERAL INDIAN I STATE FEE FEDERAL INDIAN STATE FEE I

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT
17. INDIAN ALLOTTEE OR TRIBE NAME

MULTIPLE FORMATIONS(if box 12 = 'INDIAN')
Ute Indian Tribe YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 879 FSL 594 FEL SESE 18 5.0 S 3.0 W U

Top of Uppermost Producing Zone 660 FSL 660 FWL S½SW 17 5.0 S 3.0 W U

At Total Depth 660 FSL 660 FWL S½SW 17 5.0 S 3.0 W U

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
DUCHESNE 594 640

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 6293 TVD: 6109

868

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

6144 LPM4138336 43-8342

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 20 14 0 - 54 5.0 Unknown 10.0 Class G 25 1.17 15.8

SURF 12.25 8.625 0 - 494 24.0 J-55 ST&C 10.0 Class G 227 1.17 15.8

PROD 7.875 5.5 0 - 6293 15.5 J-55 LT&C 10.0 Class G 472 1.92 12.5

Class G 351 1.46 13.4

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Ed Trotter TITLE Agent PHONE 435 789-4120

SIGNATURE DATE 05/30/2013 EMAIL edtrotter@easilink.com

API NUMBER ASSIGNED APPROVAL
43013522020000

Permit Manager

RECEIVED: June 10,



RECEIVED: June 03, 2013

CONFIDENTIAL 
NINE POINT DRILLING PLAN 

PETROGLYPH OPERATING COMPANY, INC 

UTE TRIBAL 17-13 

 SE SE, SEC 18, T5S, R3W 

DUCHESNE COUNTY, UTAH 

BLM 9 point drilling plan--POCI 1 of 7           

 

1. ESTIMATED TOPS OF IMPORTANT GEOLOGICAL MARKERS:  
 

Formation Subsea TVD MD 

Rig KB=~14.4’ above GGL 6159 0 0 

Surface Formation = Uinta    

Uinta 6144 15 15 

Green River 4865 1294 1300 

Trona 3546 2613 2679 

Mahogany Shale 3387 2772 2848 

“B” Marker 

W
at
er
fl
o
o
d
  

U
n
it
 In

te
rv
al
 2290 3869 4021 

“X” Marker 1806 4353 4530 

Douglas Creek Marker 1655 4504 4686 

“B” Limestone 1267 4892 5077 

Base Castle Peak Limestone 722 5437 5630 

BSCARB 313 5846 6039 

Wasatch 37 NDE NDE 

Rig TD 50 6109 6293 

 

2. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERAL 

FORMATIONS: 

 

Substance Formation Subsea TVD MD 

Base of moderately saline ground 
water* 

Uinta 6000 159 159 

Oil/Gas Douglas Creek 1655 4504 4686 

Oil/Gas Castle Peak 722 5437 5630 

 

Any water encountered during drilling shall be sampled, analyzed and reported to BLM, Vernal office 

using State of Utah DOGM Form 7 Report of Water Encountered during Drilling.  The following 

analyses shall be performed on any water encountered:  

 

Flow rate (or blowtest) Temperature      pH   TDS 

Dissolved Iron   Dissolved Magnesium  Dissolved Bicarb. Dissolved Sulfate 

Dissolved Calcium  Dissolved Sodium  Dissolved Carbonate Dissolved Chloride 

 

All depths through the “Base of moderately saline ground water”*, along with any water encountered 

below that depth which is less than 10,000 TDS, shall be protected by the surface casing or by lifting the 

cement of the production casing into the surface casing.  

 

*Base of Moderately Saline Groundwater from Howells, Longson and Hunt, 1981, Utah State Technical 

Publication 92: The Base of the Moderately Saline Water in the Uinta Basin, Utah 
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CONFIDENTIAL
NINE POINT DRILLING PLAN

PETROGLYPH OPERATING COMPANY, INC
UTE TRIBAL 17-13

SE SE, SEC 18, T5S, R3W
DUCHESNE COUNTY, UTAH

1. ESTIMATED TOPS OF IMPORTANT GEOLOGICAL MARKERS:

Formation Subsea TVD MD
RigKB=~14.4'above GGL 6159 0 0
SurfaceFormation = Uinta
Uinta 6144 15 15
Green River 4865 1294 1300
Trona 3546 2613 2679
MahoganyShale 3387 2772 2848
"B"Marker - 2290 3869 4021
"X"Marker g 2 1806 4353 4530
Douglas CreekMarker

i¯
T 1655 4504 4686

"B"Limestone N = 1267 4892 5077
Base CastlePeak Limestone 722 5437 5630
BSCARB 313 5846 6039
Wasatch 37 NDE NDE
RigTD 50 6109 6293

2. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERAL
FORMATIONS:

Substance Formation Subsea TVD MD
Baseof moderatelysalineground Uinta 6000 159 159
water*

Oil/Gas DouglasCreek 1655 4504 4686
Oil/Gas CastlePeak 722 5437 5630

Any water encountered during drilling shall be sampled, analyzed and reported to BLM, Vernal office
using State of Utah DOGM Form 7 Report of Water Encountered during Drilling. The following
analyses shall be performed on any water encountered:

Flow rate (or blowtest) Temperature pH TDS
Dissolved Iron Dissolved Magnesium Dissolved Bicarb. Dissolved Sulfate
Dissolved Calcium Dissolved Sodium Dissolved Carbonate Dissolved Chloride

All depths through the "Base of moderately saline ground water"*, along with any water encountered
below that depth which is less than 10,000 TDS, shall be protected by the surface casing or by lifting the
cement of the production casing into the surface casing.

*Base of Moderately Saline Groundwater from Howells, Longson and Hunt, 1981, Utah State Technical
Publication 92: The Base of the Moderately Saline Water in the Uinta Basin, Utah
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3. PROPOSED CASING PROGRAM: 

 

String Hole Casing Top - MD Bottom - MD Weight lb/ft Grade Thread 

Conductor 20" 14" surface 54' steel Cond’r none 

Surface 12-1/4" 8-5/8" surface 494’ 24 J-55 STC 

Production 7-7/8" 5-1/2" surface 6293’ 15.5 J-55 LTC 

 

String Hole Casing Collapse Burst Tensile 

Surface 12-1/4" 8-5/8" 1,370 psi 2,950 psi 244,000 lb 

Production 7-7/8" 5-1/2" 4,040 psi 4,810 psi 248,000 lb 
 

• All casing will be new or inspected. 

 

• The surface and production strings shall have a minimum of one (1) centralizer on each of the 

bottom three (3) joints.   

 

• The production string shall have a minimum of one (1) centralizer for every three (3) joints from TD 

to the top of the “B” marker at 4021’MD. 

 

4. PROPOSED CEMENTING PROGRAM: 

 

String 
Top 

Cement Description 
Sacks 

Excess 
Weight Yield 

Bottom Vol (ft3) (ppg) (ft3/sk) 

Conductor 
0 

Construction Grade Cement Sufficient volumes to grout Conductor 
54 

Surface 
0 Class G  +2% CaCl2  

+0.25 lb/sk Cello Flake 
227 

30% 15.8 1.17 
494 265 

Production 
Lead 

0 EXPANDACEM (Class G +additives)  
+ 1 lb/sk Granulite TR¼ (LCM) 

472 
30% 12.5 1.92 

4021 906 

Production 
Tail 

4021 EXPANDACEM (Class G +additives)  
+ 1 lb/sk Granulite TR¼ (LCM) 

351 
30% 13.4 1.46 

6293 512 

 

• The 8-5/8” surface casing shall be cemented back to surface.  In the event that during the primary 

surface cementing operation the cement does not circulate to surface, or if the cement level should 

fall back more than 8 feet from surface, then a remedial surface cementing operation shall be 

performed to insure adequate isolation and stabilization of the surface casing. 

 

• The 5-1/2” production casing shall be cemented back to surface.  In the event that during the primary 

cementing operation the cement does not circulate to surface, a remedial cementing operation shall 

be performed only if necessary to lift cement above the Trona at 2679’MD. 

API Well Number: 43013522020000
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CONFIDENTIAL
NINE POINT DRILLING PLAN

PETROGLYPH OPERATING COMPANY, INC
UTE TRIBAL 17-13

SE SE, SEC 18, T5S, R3W
DUCHESNE COUNTY, UTAH

3. PROPOSED CASING PROGRAM:

String Hole Casing Top - MD Bottom - MD Weight Ib/ft Grade Thread
Conductor 20" 14" surface 54' steel Cond'r none
Surface 12-1/4" 8-5/8" surface 494' 24 J-55 STC

Production 7-7/8" 5-1/2" surface 6293' 15.5 J-55 LTC

String Hole Casing Collapse Burst Tensile
Surface 12-1/4" 8-5/8" 1,370 psi 2,950 psi 244,000 lb

Production 7-7/8" 5-1/2" 4,040psi 4,810psi 248,000lb

• All casing will be new or inspected.

• The surface and production strings shall have a minimum of one (1) centralizer on each of the
bottom three (3) joints.

• The production string shall have a minimum of one (1) centralizer for every three (3) joints from TD
to the top of the "B" marker at 4021'MD.

4. PROPOSED CEMENTING PROGRAM:

Top . Sacks Weight YieldString CementDescription ExcessBottom Vol(ft3) (ppg) (ft3/sk)
OConductor --- ---- ConstructionGradeCement SufficientvolumestogroutConductor54
0 Class G +2% CaCl2 227Surface -- -- 30% 15.8 1.17494 +0.25 lb/sk CelloFlake 265

Production 0 EXPANDACEM(ClassG +additives) 472 -- 30% 12.5 1.92Lead 4021 + 1 lb/skGranuliteTR¼ (LCM) 906
Production 4021 EXPANDACEM(ClassG +additives) 351 -- 30% 13.4 1.46Tail 6293 + 1 lb/skGranuliteTR¼ (LCM) 512

• The 8-5/8" surface casing shall be cemented back to surface. In the event that during the primary
surface cementing operation the cement does not circulate to surface, or if the cement level should
fall back more than 8 feet from surface, then a remedial surface cementing operation shall be
performed to insure adequate isolation and stabilization of the surface casing.

• The 5-1/2" production casing shall be cemented back to surface. In the event that during the primary
cementing operation the cement does not circulate to surface, a remedial cementing operation shall
be performed only if necessary to lift cement above the Trona at 2679'MD.
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5. MINIMUM PRESSURE CONTROL AND SAFETY EQUIPMENT:   
 

• An 8”, 2000 PSI, Double Ram BOPE with Hydraulic Closing Unit shall be used. 

• The flowline shall have a minimum diameter of 10”. 

• Auxiliary equipment shall be a Kelly Cock, Bit Float, and a TIW valve with drill pipe threads. 

• Spark arrestors shall be equipped on all engine exhausts within 100 feet of the wellbore. 

• See attached 2,000 psi BOP schematic diagram. 

 

BOPE TESTING PROCEDURE: 

• The BOPE shall be tested by a professional tester to conform to Onshore Order #2. 

 

6. MUD PROGRAM: 

 

A. SURFACE HOLE 

 

• The surface hole will be drilled with an air/mist system from 0’ to 494’.  All cutting shall be 

directed to pit. 

 

• A trailer-mounted compressor with a capacity of 2000 CFM will be used.  Compressor will have 

a safety shut-off valve located less than 15 feet from the driller’s controls of the rig. 

 

• The rat and mouse holes will be drilled with the air rig after surface casing is cemented. 

 

• The 140 barrel water truck used with the deduster will be the source of kill fluid in the highly 

unlikely event of pressure being encountered during drilling of the surface hole. 

 

• Operator requests the following variances from Onshore Order 2 part E during drilling of the 

surface hole.  Operator will use air drilling techniques only on surface hole: 

o Operator requests a variance to regulations requiring the blooie line discharge to be 100’ 

from the wellbore.  Due to reduced location size, the blooie line discharge will be 

approximately 75’ from the wellbore and securely anchored. 

o Operator requests a variance to regulations requiring an automatic igniter or continuous pilot 

light on the blooie line.  A mister shall be on the end of the blooie line. 

o Operator requests a variance to regulations requiring compressors be located in the opposite 

direction from the blooie line; a minimum of 100’ from the wellbore.  Due to the reduced 

location size, the compressors shall be located as close as is reasonable to the opposite 

direction from the blooie line and 75’ from the wellbore. 

o Operator requests a variance to regulations requiring a BOPE on the hole when drilling the 

surface hole.  An air bowl shall be utilized on the diverter system in place of a BOPE. 

API Well Number: 43013522020000
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CONFIDENTIAL
NINE POINT DRILLING PLAN

PETROGLYPH OPERATING COMPANY, INC
UTE TRIBAL 17-13

SE SE, SEC 18, T5S, R3W
DUCHESNE COUNTY, UTAH

5. MINIMUM PRESSURE CONTROL AND SAFETY EQUIPMENT:

• An 8", 2000 PSI, Double Ram BOPE with Hydraulic Closing Unit shall be used.
• The flowline shall have a minimum diameter of 10".
• Auxiliary equipment shall be a Kelly Cock, Bit Float, and a TIW valve with drill pipe threads.
• Spark arrestors shall be equipped on all engine exhausts within 100 feet of the wellbore.
• See attached 2,000 psi BOP schematic diagram.

BOPE TESTING PROCEDURE:
• The BOPE shall be tested by a professional tester to conform to Onshore Order #2.

6. MUD PROGRAM:

A. SURFACE HOLE

• The surface hole will be drilled with an air/mist system from O' to 494'. All cutting shall be
directed to pit.

• A trailer-mounted compressor with a capacity of 2000 CFM will be used. Compressor will have
a safety shut-off valve located less than 15 feet from the driller's controls of the rig.

• The rat and mouse holes will be drilled with the air rig after surface casing is cemented.

• The 140 barrel water truck used with the deduster will be the source of kill fluid in the highly
unlikely event of pressure being encountered during drilling of the surface hole.

• Operator requests the following variances from Onshore Order 2 part E during drilling of the
surface hole. Operator will use air drilling techniques only on surface hole:
o Operator requests a variance to regulations requiring the blooie line discharge to be 100'

from the wellbore. Due to reduced location size, the blooie line discharge will be
approximately 75' from the wellbore and securely anchored.

o Operator requests a variance to regulations requiring an automatic igniter or continuous pilot
light on the blooie line. A mister shall be on the end of the blooie line.

o Operator requests a variance to regulations requiring compressors be located in the opposite
direction from the blooie line; a minimum of 100' from the wellbore. Due to the reduced
location size, the compressors shall be located as close as is reasonable to the opposite
direction from the blooie line and 75' from the wellbore.

o Operator requests a variance to regulations requiring a BOPE on the hole when drilling the
surface hole. An air bowl shall be utilized on the diverter system in place of a BOPE.
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B. PRODUCTION HOLE 

• The production hole shall be drilled with a freshwater polymer system from 494’ to 6293’.  

LSND mud if conditions warrant. 

 

• Clay inhibition and hole stability shall be achieved with a Diammonium Phosphate (DAP) 

additive or similar source of clay-stabilizing ions.  Anticipated mud weight is 8.3-8.8 lbs/gal. 

although mud weight up to 10lbs/gal may be used if necessary to prevent wellbore wall 

instability due to the planned inclination of the well. 

 

• All cuttings and circulating medium shall be directed into the reserve pit.  Total Dissolved Solids 

(TDS) are anticipated to be less than 3000 PPM. 

 

• Sufficient mud inventory will be maintained on location in either tanks or the reserve pit during 

the drilling of the production hole to handle any adverse conditions that may arise. 

 

• If necessary to control formation fluids or pressure, the system will be weighted with the addition 

of bentonite gel, and if pressure conditions warrant, with barite.  Enough material shall be 

maintained on location to allow for the mudweight to be raised to 10.5 lbs/gal should need arise. 

 

• During drilling operations, pit levels and flow from the well shall be monitored by instrumenta-

tion to include at least: a pit volume totalizer (PVT), a stroke counter, and a mud-flow indicator. 

 

• A mud-gas separator shall be available on location.   

 

C. HAZARDOUS MATERIALS AND POLLUTANTS 

• Chromate additives shall NOT be used in the mud system on Indian lands without prior DOGM 

approval to ensure adequate protection of freshwater aquifers. 

 

• Chemicals subject to reporting under SARA Title III in an amounts equal to or greater than 

10,000 pounds annually shall NOT be used, produced, stored, transported, or disposed of in 

association with the drilling, testing, or completion of this well.   

 

• Extremely hazardous substances, as defined in 40 CFR 355, in threshold planning quantities 

shall NOT be used, produced, stored, transported, or disposed of in association with the drilling, 

testing, or completion of this well. 

 

• Hazardous substances specifically listed by the EPA as a hazardous waste, as defined in 40 CFR 

261 (D), or any substances that through their use would lead to the generation of a hazardous 

waste, shall NOT be used in association with the drilling, testing, or completion of this well. 

 

 

API Well Number: 43013522020000
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CONFIDENTIAL
NINE POINT DRILLING PLAN

PETROGLYPH OPERATING COMPANY, INC
UTE TRIBAL 17-13

SE SE, SEC 18, T5S, R3W
DUCHESNE COUNTY, UTAH

B. PRODUCTION HOLE
• The production hole shall be drilled with a freshwater polymer system from 494' to 6293'.

LSND mud if conditions warrant.

• Clay inhibition and hole stability shall be achieved with a Diammonium Phosphate (DAP)
additive or similar source of clay-stabilizing ions. Anticipated mud weight is 8.3-8.8 lbs/gal.
although mud weight up to 101bs/gal may be used if necessary to prevent wellbore wall
instability due to the planned inclination of the well.

• All cuttings and circulating medium shall be directed into the reserve pit. Total Dissolved Solids
(TDS) are anticipated to be less than 3000 PPM.

• Sufficient mud inventory will be maintained on location in either tanks or the reserve pit during
the drilling of the production hole to handle any adverse conditions that may arise.

• If necessary to control formation fluids or pressure, the system will be weighted with the addition
of bentonite gel, and if pressure conditions warrant, with barite. Enough material shall be
maintained on location to allow for the mudweight to be raised to 10.5 lbs/gal should need arise.

• During drilling operations, pit levels and flow from the well shall be monitored by instrumenta-
tion to include at least: a pit volume totalizer (PVT), a stroke counter, and a mud-flow indicator.

• A mud-gas separator shall be available on location.

C. HAZARDOUS MATERIALS AND POLLUTANTS
• Chromate additives shall NOT be used in the mud system on Indian lands without prior DOGM

approval to ensure adequate protection of freshwater aquifers.

• Chemicals subject to reporting under SARA Title III in an amounts equal to or greater than
10,000 pounds annually shall NOT be used, produced, stored, transported, or disposed of in
association with the drilling, testing, or completion of this well.

• Extremely hazardous substances, as defined in 40 CFR 355, in threshold planning quantities
shall NOT be used, produced, stored, transported, or disposed of in association with the drilling,
testing, or completion of this well.

• Hazardous substances specifically listed by the EPA as a hazardous waste, as defined in 40 CFR
261 (D), or any substances that through their use would lead to the generation of a hazardous
waste, shall NOT be used in association with the drilling, testing, or completion of this well.
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7. EVALUATION PROGRAM: 

 

Logs:  Triple Combo   TD to base of surface casing (AIT, DSN, CDL) 

      Base of surface casing to surface (GR only) 

Cores:   None planned 

 

DST:  None planned 

 

Testing:  Operator plans no testing until the completion phase of the well. 

 

8. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE: 

 

• Operator anticipates Bottom Hole Temperatures below 150°F, the maximum temperature for 

DAP drilling fluids.   

 

• No H2S has been encountered or is known to exist from previous drilling in the area at this depth. 

 

• Maximum pressure for hydrocarbon bearing zones at native conditions in this area is 

approximately 1573 PSI (0.25 PSI/ft gradient). 

 

• This well is NOT in the vicinity of active injection wells.  Nearby active injection can cause 

pressures up to a 0.433 PSI/ft gradient . 

 

9. DIRECTIONAL WELL PLAN: 

 

• Well shall be drilled directionally in order to limit surface disturbance. 

 

• A Positive Displacement Motor with a bent sub of 1.25° to 1.75° will be used to control well 

path. 

 

• A directional survey shall be taken at least one (1) time per 100’ of drilling. 

 

• Anti-collision equipment will not be used as there are no existing wells in the vicinity of the 

proposed well path. 

 

• While cutting the Waterflood Unit Interval from 4021’ to 6039’, the actual well path may be 

allowed to vary up to 100’ horizontally from plan in order to prevent excessive slide drilling.  

Above and below the Waterflood Unit Interval, variances in excess 100’ horizontally from plan 

may be allowed. 

 

• Directional drilling plan is attached. 
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API Well Number: 43013522020000

CONFIDENTIAL
NINE POINT DRILLING PLAN

PETROGLYPH OPERATING COMPANY, INC
UTE TRIBAL 17-13

SE SE, SEC 18, T5S, R3W
DUCHESNE COUNTY, UTAH

7. EVALUATION PROGRAM:

Logs: Triple Combo TD to base of surface casing (AIT, DSN, CDL)
Base of surface casing to surface (GR only)

Cores: None planned

DST: None planned

Testing: Operator plans no testing until the completion phase of the well.

8. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

• Operator anticipates Bottom Hole Temperatures below 150°F, the maximum temperature for
DAP drilling fluids.

• No H2S has been encountered or is known to exist from previous drilling in the area at this depth.

• Maximum pressure for hydrocarbon bearing zones at native conditions in this area is
approximately 1573 PSI (0.25PSI/ft gradient).

• This well is NOT in the vicinity of active injection wells. Nearby active injection can cause
pressures up to a 0.433 PSI/ft gradient .

9. DIRECTIONAL WELL PLAN:

• Well shall be drilled directionally in order to limit surface disturbance.

• A Positive Displacement Motor with a bent sub of 1.25° to 1.75° will be used to control well
path.

• A directional survey shall be taken at least one (1) time per 100' of drilling.

• Anti-collision equipment will not be used as there are no existing wells in the vicinity of the
proposed well path.

• While cutting the Waterflood Unit Interval from 4021' to 6039', the actual well path may be
allowed to vary up to 100' horizontally from plan in order to prevent excessive slide drilling.
Above and below the Waterflood Unit Interval, variances in excess 100' horizontally from plan
may be allowed.

• Directional drilling plan is attached.
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PETROGLYPH OPERATING COMPANY, INC 

UTE TRIBAL 17-13 
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DUCHESNE COUNTY, UTAH 
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API Well Number: 43013522020000

CONFIDENTIAL
NINE POINT DRILLING PLAN

PETROGLYPH OPERATING COMPANY, INC
UTE TRIBAL 17-13

SE SE, SEC 18, T5S, R3W
DUCHESNE COUNTY, UTAH

TYPICAL 2,000 p.s.i. BLOWOUT PREVENTER

DRILLING NIPPLE
FILL UP

LINE

FLOW LINE

BLIND RAMS

O DRILLING SPOOL

CASING HEAD

KILLLINE - Minimum 2" To Choke Manifold-
Minimum 2"
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CONFIDENTIAL 
NINE POINT DRILLING PLAN 

PETROGLYPH OPERATING COMPANY, INC 

UTE TRIBAL 17-13 
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DUCHESNE COUNTY, UTAH 
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TYPICAL 2,000 p.s.i. CHOKE MANIFOLD 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

BOP STACK OUTLET 
(3" Nominal)  

TO PIT (2 IN. MIN.) TO MUD/GAS SEPARATOR 
AND/OR PIT (2 IN. MIN.)  

2"  
2"  

2"  

ADJUSTABLE CHOKE  
ADJUSTABLE CHOKE  
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CONFIDENTIAL
NINE POINT DRILLING PLAN

PETROGLYPH OPERATING COMPANY, INC
UTE TRIBAL 17-13

SE SE, SEC 18, T5S, R3W
DUCHESNE COUNTY, UTAH

TYPICAL2,000 p.s.i. CHOKE MANIFOLD

ADJUSTABLE CHOKE
ADJUSTABLE CHOKE

TO PIT (2 IN. MIN.) TO MUD/GAS SEPARATOR
BOP STACK OUTLET AND/OR PIT (2 IN. MIN.)
(3" Nominal)
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VERTICAL SECTION ON AZIMUTH 99.1 DEGREES

17-13 

# Reference Type MD Inc Azi TVD N E DLS 

0 RKB Tie Point 0.00 0.00 0.00 0.00 0.00 0.00  

1 KOP Vertical 600.00 0.00 0.00 600.00 0.00 0.00 0.00 

2 End Build Build 2200.00 20.00 99.10 2167.70 -43.72 272.95 1.25 

3 Start Drop Tangent 4030.00 20.00 99.10 3887.34 -142.71 890.97 0.00 

4 End Drop Drop 5730.00 3.00 99.10 5547.11 -196.12 1224.40 1.00 

Vert S 

0.00 

0.00 

276.43 

902.33 

1240.01 

5 RTD Tangent 6293.00 3.00 99.10 6109.34 -200.78 1253.50 0.00 1269.47 
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API Well Number: 43013522020000

0 nKD 0 End Build
KOP

Start Drop

RTD

500 KOP -200

1,000 -400

1,500
-600

I-

2,000 oEnd Build z -800

2,500
-1,000

3,000

-1,200

3,500

-> Start Drop -1,400

DC 0 200 400 600 800 1,000 1,200E- 4,000 EASTING

4,500

5,000

5,500 End Drop 17-13
6,000 RTD PETROGLYPH
6,500

0 500 1,000 1,500
VERTICAL SECTION ON AZIMUTH99.1 DEGREES

# Reference Type MD Inc Azi TVD N E DLS Vert S

0 RKB Tie Point 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1 KOP Vertical 600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00

2 End Build Build 2200.00 20.00 99.10 2167.70 -43.72 272.95 1.25 276.43

3 Start Drop Tangent 4030.00 20.00 99.10 3887.34 -142.71 890.97 0.00 902.33

4 End Drop Drop 5730.00 3.00 99.10 5547.11 -196.12 1224.40 1.00 1240.01

5 RTD Tangent 6293.00 3.00 99.10 6109.34 -200.78 1253.50 0.00 1269.47
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MD* INC* AZI* TVD* N* E* DLS* V. S.*

  DIRECTIONAL WELL PLAN

SES - Stoner Engineering Software

17-13, Plan 1

Units feet, °/100ft

SurfaceX

SurfaceY

Surface Z

Surface Long

Surface Lat

Ground Level

Plan 1

Vertical Section Azimuth 99.1

11:14 Thursday, May 02, 2013  Page 1 of 4

Survey Calculation Method Minimum Curvature

Database Access

Location SHL:  919' FSL 681' FEL Sec 18                            BHL: 
660' FSL 660' FWL Sec 17

Well Name 17-13

Field

Operator

County Duchesne

State UT

Country USA

Site

Slot Name

Well Number

Lat Long Ref

Z Datum

UWI

API

MapZone

Project

MapE* MapN* SysTVD*
ft ft ft ft ft ft ft ftdeg deg °/100ft

0.00 0.00 0.0 0.00 0.00 0.00 0.00

 *** RKB  (at MD = 0.00)

50.00 0.00 0.0 50.00 0.00 0.00 0.00 0.00

100.00 0.00 0.0 100.00 0.00 0.00 0.00 0.00

150.00 0.00 0.0 150.00 0.00 0.00 0.00 0.00

200.00 0.00 0.0 200.00 0.00 0.00 0.00 0.00
 

250.00 0.00 0.0 250.00 0.00 0.00 0.00 0.00

300.00 0.00 0.0 300.00 0.00 0.00 0.00 0.00

350.00 0.00 0.0 350.00 0.00 0.00 0.00 0.00

400.00 0.00 0.0 400.00 0.00 0.00 0.00 0.00

450.00 0.00 0.0 450.00 0.00 0.00 0.00 0.00
 

500.00 0.00 0.0 500.00 0.00 0.00 0.00 0.00

550.00 0.00 0.0 550.00 0.00 0.00 0.00 0.00

600.00 0.00 0.0 600.00 0.00 0.00 0.00 0.00

 *** KOP  (at MD = 600.00)

650.00 0.63 99.1 650.00 -0.04 0.27 1.25 0.27

700.00 1.25 99.1 699.99 -0.17 1.08 1.25 1.09
 

750.00 1.88 99.1 749.97 -0.39 2.42 1.25 2.45

800.00 2.50 99.1 799.94 -0.69 4.31 1.25 4.36

850.00 3.13 99.1 849.88 -1.08 6.73 1.25 6.82

900.00 3.75 99.1 899.79 -1.55 9.69 1.25 9.81

950.00 4.38 99.1 949.66 -2.11 13.19 1.25 13.36
 

1000.00 5.00 99.1 999.49 -2.76 17.22 1.25 17.44

1050.00 5.63 99.1 1049.28 -3.49 21.79 1.25 22.07

1100.00 6.25 99.1 1099.01 -4.31 26.90 1.25 27.24

1150.00 6.88 99.1 1148.68 -5.21 32.54 1.25 32.96

1200.00 7.50 99.1 1198.29 -6.20 38.72 1.25 39.21
 

1250.00 8.13 99.1 1247.82 -7.28 45.43 1.25 46.01

1300.00 8.75 99.1 1297.28 -8.44 52.68 1.25 53.35

1350.00 9.38 99.1 1346.66 -9.68 60.45 1.25 61.22

1400.00 10.00 99.1 1395.94 -11.01 68.76 1.25 69.64

1450.00 10.63 99.1 1445.14 -12.43 77.60 1.25 78.59
 

1500.00 11.25 99.1 1494.23 -13.93 86.97 1.25 88.07

1550.00 11.88 99.1 1543.21 -15.51 96.86 1.25 98.10

1600.00 12.50 99.1 1592.09 -17.18 107.28 1.25 108.65

1650.00 13.13 99.1 1640.84 -18.94 118.23 1.25 119.74
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API Well Number: 43013522020000
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API Well Number: 43013522020000

SES - Stoner Engineering Software

17-13, Plan 1
Operator Units feet, °/100ft 11:14 Thursday, May 02, 2013 Page 1 of 4

Field County Duchesne Vertical Section Azimuth 99.1
Well Name 17-13 State UT Survey Calculation Method Minimum Curvature

Plan 1 Country USA Database Access

Location SHL: 919' FSL 681' FEL Sec 18 BHL: MapZone Lat Long Ref
660' FSL 660' FWL Sec 17

Site SurfaceX Surface Long
Slot Name UWI SurfaceY Surface Lat

Well Number API Z Datum
Project Surface Z Ground Level

DIRECTIOrlAL WELL PLMI

MD* INC* AZI* TVD* N* E* DLS* V. S.* MapE* MapN* SysTVD*

*** RKB (at MD = 0.00)
0.00 0.00 0.0 0.00 0.00 0.00 0.00

50.00 0.00 0.0 50.00 0.00 0.00 0.00 0.00
100.00 0.00 0.0 100.00 0.00 0.00 0.00 0.00
150.00 0.00 0.0 150.00 0.00 0.00 0.00 0.00
200.00 0.00 0.0 200.00 0.00 0.00 0.00 0.00

250.00 0.00 0.0 250.00 0.00 0.00 0.00 0.00
300.00 0.00 0.0 300.00 0.00 0.00 0.00 0.00
350.00 0.00 0.0 350.00 0.00 0.00 0.00 0.00
400.00 0.00 0.0 400.00 0.00 0.00 0.00 0.00
450.00 0.00 0.0 450.00 0.00 0.00 0.00 0.00

500.00 0.00 0.0 500.00 0.00 0.00 0.00 0.00
550.00 0.00 0.0 550.00 0.00 0.00 0.00 0.00

*** KOP (at MD = 600.00)
600.00 0.00 0.0 600.00 0.00 0.00 0.00 0.00
650.00 0.63 99.1 650.00 -0.04 0.27 1.25 0.27
700.00 1.25 99.1 699.99 -0.17 1.08 1.25 1.09

750.00 1.88 99.1 749.97 -0.39 2.42 1.25 2.45
800.00 2.50 99.1 799.94 -0.69 4.31 1.25 4.36
850.00 3.13 99.1 849.88 -1.08 6.73 1.25 6.82
900.00 3.75 99.1 899.79 -1.55 9.69 1.25 9.81
950.00 4.38 99.1 949.66 -2.11 13.19 1.25 13.36

1000.00 5.00 99.1 999.49 -2.76 17.22 1.25 17.44
1050.00 5.63 99.1 1049.28 -3.49 21.79 1.25 22.07
1100.00 6.25 99.1 1099.01 -4.31 26.90 1.25 27.24
1150.00 6.88 99.1 1148.68 -5.21 32.54 1.25 32.96
1200.00 7.50 99.1 1198.29 -6.20 38.72 1.25 39.21

1250.00 8.13 99.1 1247.82 -7.28 45.43 1.25 46.01
1300.00 8.75 99.1 1297.28 -8.44 52.68 1.25 53.35
1350.00 9.38 99.1 1346.66 -9.68 60.45 1.25 61.22
1400.00 10.00 99.1 1395.94 -11.01 68.76 1.25 69.64
1450.00 10.63 99.1 1445.14 -12.43 77.60 1.25 78.59

1500.00 11.25 99.1 1494.23 -13.93 86.97 1.25 88.07
1550.00 11.88 99.1 1543.21 -15.51 96.86 1.25 98.10
1600.00 12.50 99.1 1592.09 -17.18 107.28 1.25 108.65
1650.00 13.13 99.1 1640.84 -18.94 118.23 1.25 119.74
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MD* INC* AZI* TVD* N* E* DLS* V. S.*

  DIRECTIONAL WELL PLAN

SES - Stoner Engineering Software

17-13, Plan 1

Units feet, °/100ft

SurfaceX

SurfaceY

Surface Z

Surface Long

Surface Lat

Ground Level

Plan 1

Vertical Section Azimuth 99.1

11:14 Thursday, May 02, 2013  Page 2 of 4

Survey Calculation Method Minimum Curvature

Database Access

Location SHL:  919' FSL 681' FEL Sec 18                            BHL: 
660' FSL 660' FWL Sec 17

Well Name 17-13

Field

Operator

County Duchesne

State UT

Country USA

Site

Slot Name

Well Number

Lat Long Ref

Z Datum

UWI

API

MapZone

Project

MapE* MapN* SysTVD*
ft ft ft ft ft ft ft ftdeg deg °/100ft

1700.00 13.75 99.1 1689.47 -20.78 129.71 1.25 131.36
 

1750.00 14.38 99.1 1737.97 -22.70 141.70 1.25 143.51

1800.00 15.00 99.1 1786.34 -24.70 154.22 1.25 156.18

1850.00 15.63 99.1 1834.56 -26.79 167.26 1.25 169.39

1900.00 16.25 99.1 1882.64 -28.96 180.81 1.25 183.12

1950.00 16.88 99.1 1930.57 -31.22 194.89 1.25 197.37
 

2000.00 17.50 99.1 1978.33 -33.55 209.48 1.25 212.15

2050.00 18.13 99.1 2025.94 -35.97 224.58 1.25 227.44

2100.00 18.75 99.1 2073.37 -38.47 240.19 1.25 243.25

2150.00 19.38 99.1 2120.63 -41.06 256.32 1.25 259.58

2200.00 20.00 99.1 2167.70 -43.72 272.95 1.25 276.43

 *** END BUILD  (at MD = 2200.00)

 

2250.00 20.00 99.1 2214.69 -46.42 289.84 0.00 293.53

2300.00 20.00 99.1 2261.67 -49.13 306.72 0.00 310.63

2350.00 20.00 99.1 2308.66 -51.83 323.61 0.00 327.73

2400.00 20.00 99.1 2355.64 -54.54 340.49 0.00 344.83

2450.00 20.00 99.1 2402.63 -57.24 357.38 0.00 361.93
 

2500.00 20.00 99.1 2449.61 -59.95 374.26 0.00 379.03

2550.00 20.00 99.1 2496.60 -62.65 391.15 0.00 396.14

2600.00 20.00 99.1 2543.58 -65.36 408.04 0.00 413.24

2650.00 20.00 99.1 2590.57 -68.06 424.92 0.00 430.34

2700.00 20.00 99.1 2637.55 -70.77 441.81 0.00 447.44
 

2750.00 20.00 99.1 2684.54 -73.47 458.69 0.00 464.54

2800.00 20.00 99.1 2731.52 -76.18 475.58 0.00 481.64

2850.00 20.00 99.1 2778.51 -78.88 492.46 0.00 498.74

2900.00 20.00 99.1 2825.49 -81.58 509.35 0.00 515.84

2950.00 20.00 99.1 2872.47 -84.29 526.24 0.00 532.94
 

3000.00 20.00 99.1 2919.46 -86.99 543.12 0.00 550.04

3050.00 20.00 99.1 2966.44 -89.70 560.01 0.00 567.15

3100.00 20.00 99.1 3013.43 -92.40 576.89 0.00 584.25

3150.00 20.00 99.1 3060.41 -95.11 593.78 0.00 601.35

3200.00 20.00 99.1 3107.40 -97.81 610.66 0.00 618.45
 

3250.00 20.00 99.1 3154.38 -100.52 627.55 0.00 635.55

3300.00 20.00 99.1 3201.37 -103.22 644.44 0.00 652.65

3350.00 20.00 99.1 3248.35 -105.93 661.32 0.00 669.75
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API Well Number: 43013522020000
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API Well Number: 43013522020000

SES - Stoner Engineering Software

17-13, Plan 1
Operator Units feet, °/100ft 11:14 Thursday, May 02, 2013 Page 2 of 4

Field County Duchesne Vertical Section Azimuth 99.1
Well Name 17-13 State UT Survey Calculation Method Minimum Curvature

Plan 1 Country USA Database Access

Location SHL: 919' FSL 681' FEL Sec 18 BHL: MapZone Lat Long Ref
660' FSL 660' FWL Sec 17

Site SurfaceX Surface Long
Slot Name UWI SurfaceY Surface Lat

Well Number API Z Datum
Project Surface Z Ground Level

DIRECTIOrlAL WELL PLMI

MD* INC* AZI* TVD* N* E* DLS* V. S.* MapE* MapN* SysTVD*

1700.00 13.75 99.1 1689.47 -20.78 129.71 1.25 131.36

1750.00 14.38 99.1 1737.97 -22.70 141.70 1.25 143.51
1800.00 15.00 99.1 1786.34 -24.70 154.22 1.25 156.18
1850.00 15.63 99.1 1834.56 -26.79 167.26 1.25 169.39
1900.00 16.25 99.1 1882.64 -28.96 180.81 1.25 183.12
1950.00 16.88 99.1 1930.57 -31.22 194.89 1.25 197.37

2000.00 17.50 99.1 1978.33 -33.55 209.48 1.25 212.15
2050.00 18.13 99.1 2025.94 -35.97 224.58 1.25 227.44
2100.00 18.75 99.1 2073.37 -38.47 240.19 1.25 243.25
2150.00 19.38 99.1 2120.63 -41.06 256.32 1.25 259.58

*** END BUILD (at MD = 2200.00)
2200.00 20.00 99.1 2167.70 -43.72 272.95 1.25 276.43

2250.00 20.00 99.1 2214.69 -46.42 289.84 0.00 293.53
2300.00 20.00 99.1 2261.67 -49.13 306.72 0.00 310.63
2350.00 20.00 99.1 2308.66 -51.83 323.61 0.00 327.73
2400.00 20.00 99.1 2355.64 -54.54 340.49 0.00 344.83
2450.00 20.00 99.1 2402.63 -57.24 357.38 0.00 361.93

2500.00 20.00 99.1 2449.61 -59.95 374.26 0.00 379.03
2550.00 20.00 99.1 2496.60 -62.65 391.15 0.00 396.14
2600.00 20.00 99.1 2543.58 -65.36 408.04 0.00 413.24
2650.00 20.00 99.1 2590.57 -68.06 424.92 0.00 430.34
2700.00 20.00 99.1 2637.55 -70.77 441.81 0.00 447.44

2750.00 20.00 99.1 2684.54 -73.47 458.69 0.00 464.54
2800.00 20.00 99.1 2731.52 -76.18 475.58 0.00 481.64
2850.00 20.00 99.1 2778.51 -78.88 492.46 0.00 498.74
2900.00 20.00 99.1 2825.49 -81.58 509.35 0.00 515.84
2950.00 20.00 99.1 2872.47 -84.29 526.24 0.00 532.94

3000.00 20.00 99.1 2919.46 -86.99 543.12 0.00 550.04
3050.00 20.00 99.1 2966.44 -89.70 560.01 0.00 567.15
3100.00 20.00 99.1 3013.43 -92.40 576.89 0.00 584.25
3150.00 20.00 99.1 3060.41 -95.11 593.78 0.00 601.35
3200.00 20.00 99.1 3107.40 -97.81 610.66 0.00 618.45

3250.00 20.00 99.1 3154.38 -100.52 627.55 0.00 635.55
3300.00 20.00 99.1 3201.37 -103.22 644.44 0.00 652.65
3350.00 20.00 99.1 3248.35 -105.93 661.32 0.00 669.75
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MD* INC* AZI* TVD* N* E* DLS* V. S.*

  DIRECTIONAL WELL PLAN

SES - Stoner Engineering Software

17-13, Plan 1

Units feet, °/100ft

SurfaceX

SurfaceY

Surface Z

Surface Long

Surface Lat

Ground Level

Plan 1

Vertical Section Azimuth 99.1

11:14 Thursday, May 02, 2013  Page 3 of 4

Survey Calculation Method Minimum Curvature

Database Access

Location SHL:  919' FSL 681' FEL Sec 18                            BHL: 
660' FSL 660' FWL Sec 17

Well Name 17-13

Field

Operator

County Duchesne

State UT

Country USA

Site

Slot Name

Well Number

Lat Long Ref

Z Datum

UWI

API

MapZone

Project

MapE* MapN* SysTVD*
ft ft ft ft ft ft ft ftdeg deg °/100ft

3400.00 20.00 99.1 3295.34 -108.63 678.21 0.00 686.85

3450.00 20.00 99.1 3342.32 -111.34 695.09 0.00 703.95
 

3500.00 20.00 99.1 3389.31 -114.04 711.98 0.00 721.05

3550.00 20.00 99.1 3436.29 -116.75 728.87 0.00 738.16

3600.00 20.00 99.1 3483.27 -119.45 745.75 0.00 755.26

3650.00 20.00 99.1 3530.26 -122.15 762.64 0.00 772.36

3700.00 20.00 99.1 3577.24 -124.86 779.52 0.00 789.46
 

3750.00 20.00 99.1 3624.23 -127.56 796.41 0.00 806.56

3800.00 20.00 99.1 3671.21 -130.27 813.29 0.00 823.66

3850.00 20.00 99.1 3718.20 -132.97 830.18 0.00 840.76

3900.00 20.00 99.1 3765.18 -135.68 847.07 0.00 857.86

3950.00 20.00 99.1 3812.17 -138.38 863.95 0.00 874.96
 

4000.00 20.00 99.1 3859.15 -141.09 880.84 0.00 892.06

4030.00 20.00 99.1 3887.34 -142.71 890.97 0.00 902.33

 *** START DROP  (at MD = 4030.00)

4050.00 19.80 99.1 3906.15 -143.79 897.69 1.00 909.13

4100.00 19.30 99.1 3953.27 -146.43 914.21 1.00 925.86

4150.00 18.80 99.1 4000.53 -149.01 930.33 1.00 942.18
 

4200.00 18.30 99.1 4047.93 -151.53 946.03 1.00 958.09

4250.00 17.80 99.1 4095.47 -153.98 961.33 1.00 973.58

4300.00 17.30 99.1 4143.14 -156.36 976.22 1.00 988.66

4350.00 16.80 99.1 4190.94 -158.68 990.69 1.00 1003.32

4400.00 16.30 99.1 4238.87 -160.94 1004.76 1.00 1017.56
 

4450.00 15.80 99.1 4286.92 -163.12 1018.41 1.00 1031.39

4500.00 15.30 99.1 4335.09 -165.24 1031.64 1.00 1044.79

4550.00 14.80 99.1 4383.38 -167.30 1044.46 1.00 1057.77

4600.00 14.30 99.1 4431.77 -169.28 1056.86 1.00 1070.33

4650.00 13.80 99.1 4480.28 -171.20 1068.85 1.00 1082.47
 

4700.00 13.30 99.1 4528.89 -173.05 1080.42 1.00 1094.19

4750.00 12.80 99.1 4577.59 -174.84 1091.56 1.00 1105.48

4800.00 12.30 99.1 4626.40 -176.56 1102.29 1.00 1116.34

4850.00 11.80 99.1 4675.30 -178.21 1112.60 1.00 1126.78

4900.00 11.30 99.1 4724.28 -179.79 1122.48 1.00 1136.79
 

4950.00 10.80 99.1 4773.36 -181.31 1131.95 1.00 1146.37

5000.00 10.30 99.1 4822.51 -182.76 1140.99 1.00 1155.53
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API Well Number: 43013522020000

SES - Stoner Engineering Software

17-13, Plan 1
Operator Units feet, °/100ft 11:14 Thursday, May 02, 2013 Page 3 of 4

Field County Duchesne Vertical Section Azimuth 99.1
Well Name 17-13 State UT Survey Calculation Method Minimum Curvature

Plan 1 Country USA Database Access

Location SHL: 919' FSL 681' FEL Sec 18 BHL: MapZone Lat Long Ref
660' FSL 660' FWL Sec 17

Site SurfaceX Surface Long
Slot Name UWI SurfaceY Surface Lat

Well Number API Z Datum
Project Surface Z Ground Level

DIRECTIOrlAL WELL PLMI

MD* INC* AZI* TVD* N* E* DLS* V. S.* MapE* MapN* SysTVD*

3400.00 20.00 99.1 3295.34 -108.63 678.21 0.00 686.85
3450.00 20.00 99.1 3342.32 -111.34 695.09 0.00 703.95

3500.00 20.00 99.1 3389.31 -114.04 711.98 0.00 721.05
3550.00 20.00 99.1 3436.29 -116.75 728.87 0.00 738.16
3600.00 20.00 99.1 3483.27 -119.45 745.75 0.00 755.26
3650.00 20.00 99.1 3530.26 -122.15 762.64 0.00 772.36
3700.00 20.00 99.1 3577.24 -124.86 779.52 0.00 789.46

3750.00 20.00 99.1 3624.23 -127.56 796.41 0.00 806.56
3800.00 20.00 99.1 3671.21 -130.27 813.29 0.00 823.66
3850.00 20.00 99.1 3718.20 -132.97 830.18 0.00 840.76
3900.00 20.00 99.1 3765.18 -135.68 847.07 0.00 857.86
3950.00 20.00 99.1 3812.17 -138.38 863.95 0.00 874.96

4000.00 20.00 99.1 3859.15 -141.09 880.84 0.00 892.06
*** START DROP (at MD = 4030.00)

4030.00 20.00 99.1 3887.34 -142.71 890.97 0.00 902.33
4050.00 19.80 99.1 3906.15 -143.79 897.69 1.00 909.13
4100.00 19.30 99.1 3953.27 -146.43 914.21 1.00 925.86
4150.00 18.80 99.1 4000.53 -149.01 930.33 1.00 942.18

4200.00 18.30 99.1 4047.93 -151.53 946.03 1.00 958.09
4250.00 17.80 99.1 4095.47 -153.98 961.33 1.00 973.58
4300.00 17.30 99.1 4143.14 -156.36 976.22 1.00 988.66
4350.00 16.80 99.1 4190.94 -158.68 990.69 1.00 1003.32
4400.00 16.30 99.1 4238.87 -160.94 1004.76 1.00 1017.56

4450.00 15.80 99.1 4286.92 -163.12 1018.41 1.00 1031.39
4500.00 15.30 99.1 4335.09 -165.24 1031.64 1.00 1044.79
4550.00 14.80 99.1 4383.38 -167.30 1044.46 1.00 1057.77
4600.00 14.30 99.1 4431.77 -169.28 1056.86 1.00 1070.33
4650.00 13.80 99.1 4480.28 -171.20 1068.85 1.00 1082.47

4700.00 13.30 99.1 4528.89 -173.05 1080.42 1.00 1094.19
4750.00 12.80 99.1 4577.59 -174.84 1091.56 1.00 1105.48
4800.00 12.30 99.1 4626.40 -176.56 1102.29 1.00 1116.34
4850.00 11.80 99.1 4675.30 -178.21 1112.60 1.00 1126.78
4900.00 11.30 99.1 4724.28 -179.79 1122.48 1.00 1136.79

4950.00 10.80 99.1 4773.36 -181.31 1131.95 1.00 1146.37
5000.00 10.30 99.1 4822.51 -182.76 1140.99 1.00 1155.53
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RECEIVED: June 03, 2013

MD* INC* AZI* TVD* N* E* DLS* V. S.*

  DIRECTIONAL WELL PLAN

SES - Stoner Engineering Software

17-13, Plan 1

Units feet, °/100ft

SurfaceX

SurfaceY

Surface Z

Surface Long

Surface Lat

Ground Level

Plan 1

Vertical Section Azimuth 99.1

11:14 Thursday, May 02, 2013  Page 4 of 4

Survey Calculation Method Minimum Curvature

Database Access

Location SHL:  919' FSL 681' FEL Sec 18                            BHL: 
660' FSL 660' FWL Sec 17

Well Name 17-13

Field

Operator

County Duchesne

State UT

Country USA

Site

Slot Name

Well Number

Lat Long Ref

Z Datum

UWI

API

MapZone

Project

MapE* MapN* SysTVD*
ft ft ft ft ft ft ft ftdeg deg °/100ft

5050.00 9.80 99.1 4871.74 -184.14 1149.60 1.00 1164.25

5100.00 9.30 99.1 4921.05 -185.45 1157.79 1.00 1172.55

5150.00 8.80 99.1 4970.43 -186.69 1165.56 1.00 1180.42
 

5200.00 8.30 99.1 5019.87 -187.87 1172.90 1.00 1187.85

5250.00 7.80 99.1 5069.38 -188.98 1179.81 1.00 1194.85

5300.00 7.30 99.1 5118.95 -190.01 1186.30 1.00 1201.42

5350.00 6.80 99.1 5168.57 -190.98 1192.36 1.00 1207.56

5400.00 6.30 99.1 5218.24 -191.89 1197.99 1.00 1213.26
 

5450.00 5.80 99.1 5267.96 -192.72 1203.19 1.00 1218.53

5500.00 5.30 99.1 5317.73 -193.49 1207.97 1.00 1223.37

5550.00 4.80 99.1 5367.53 -194.18 1212.31 1.00 1227.77

5600.00 4.30 99.1 5417.38 -194.81 1216.23 1.00 1231.73

5650.00 3.80 99.1 5467.25 -195.37 1219.72 1.00 1235.26
 

5700.00 3.30 99.1 5517.16 -195.86 1222.77 1.00 1238.36

5730.00 3.00 99.1 5547.11 -196.12 1224.40 1.00 1240.01

 *** END DROP  (at MD = 5730.00)

5750.00 3.00 99.1 5567.08 -196.28 1225.44 0.00 1241.06

5800.00 3.00 99.1 5617.01 -196.70 1228.02 0.00 1243.67

5850.00 3.00 99.1 5666.95 -197.11 1230.60 0.00 1246.29
 

5900.00 3.00 99.1 5716.88 -197.52 1233.19 0.00 1248.91

5950.00 3.00 99.1 5766.81 -197.94 1235.77 0.00 1251.52

6000.00 3.00 99.1 5816.74 -198.35 1238.36 0.00 1254.14

6050.00 3.00 99.1 5866.67 -198.77 1240.94 0.00 1256.76

6100.00 3.00 99.1 5916.60 -199.18 1243.52 0.00 1259.37
 

6150.00 3.00 99.1 5966.53 -199.59 1246.11 0.00 1261.99

6200.00 3.00 99.1 6016.47 -200.01 1248.69 0.00 1264.61

6250.00 3.00 99.1 6066.40 -200.42 1251.27 0.00 1267.22

6293.00 3.00 99.1 6109.34 -200.78 1253.50 0.00 1269.47

 *** RTD  (at MD = 6293.00)
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API Well Number: 43013522020000
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API Well Number: 43013522020000

SES - Stoner Engineering Software

17-13, Plan 1
Operator Units feet, °/100ft 11:14 Thursday, May 02, 2013 Page 4 of 4

Field County Duchesne Vertical Section Azimuth 99.1
Well Name 17-13 State UT Survey Calculation Method Minimum Curvature

Plan 1 Country USA Database Access

Location SHL: 919' FSL 681' FEL Sec 18 BHL: MapZone Lat Long Ref
660' FSL 660' FWL Sec 17

Site SurfaceX Surface Long
Slot Name UWI SurfaceY Surface Lat

Well Number API Z Datum
Project Surface Z Ground Level

DIRECTIOrlAL WELL PLMI

MD* INC* AZI* TVD* N* E* DLS* V. S.* MapE* MapN* SysTVD*

5050.00 9.80 99.1 4871.74 -184.14 1149.60 1.00 1164.25
5100.00 9.30 99.1 4921.05 -185.45 1157.79 1.00 1172.55
5150.00 8.80 99.1 4970.43 -186.69 1165.56 1.00 1180.42

5200.00 8.30 99.1 5019.87 -187.87 1172.90 1.00 1187.85
5250.00 7.80 99.1 5069.38 -188.98 1179.81 1.00 1194.85
5300.00 7.30 99.1 5118.95 -190.01 1186.30 1.00 1201.42
5350.00 6.80 99.1 5168.57 -190.98 1192.36 1.00 1207.56
5400.00 6.30 99.1 5218.24 -191.89 1197.99 1.00 1213.26

5450.00 5.80 99.1 5267.96 -192.72 1203.19 1.00 1218.53
5500.00 5.30 99.1 5317.73 -193.49 1207.97 1.00 1223.37
5550.00 4.80 99.1 5367.53 -194.18 1212.31 1.00 1227.77
5600.00 4.30 99.1 5417.38 -194.81 1216.23 1.00 1231.73
5650.00 3.80 99.1 5467.25 -195.37 1219.72 1.00 1235.26

5700.00 3.30 99.1 5517.16 -195.86 1222.77 1.00 1238.36
*** END DROP (at MD = 5730.00)

5730.00 3.00 99.1 5547.11 -196.12 1224.40 1.00 1240.01
5750.00 3.00 99.1 5567.08 -196.28 1225.44 0.00 1241.06
5800.00 3.00 99.1 5617.01 -196.70 1228.02 0.00 1243.67
5850.00 3.00 99.1 5666.95 -197.11 1230.60 0.00 1246.29

5900.00 3.00 99.1 5716.88 -197.52 1233.19 0.00 1248.91
5950.00 3.00 99.1 5766.81 -197.94 1235.77 0.00 1251.52
6000.00 3.00 99.1 5816.74 -198.35 1238.36 0.00 1254.14
6050.00 3.00 99.1 5866.67 -198.77 1240.94 0.00 1256.76
6100.00 3.00 99.1 5916.60 -199.18 1243.52 0.00 1259.37

6150.00 3.00 99.1 5966.53 -199.59 1246.11 0.00 1261.99
6200.00 3.00 99.1 6016.47 -200.01 1248.69 0.00 1264.61
6250.00 3.00 99.1 6066.40 -200.42 1251.27 0.00 1267.22

*** RTD (at MD = 6293.00)
6293.00 3.00 99.1 6109.34 -200.78 1253.50 0.00 1269.47

Page 4 of 4 www.makinhole.com

RECEIVED: June 03,
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API Well Number: 43013522020000
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API Well Number: 43013522020000

STIM -

SED LO ATlON

LEGEND: PETROGLYPH OPERATING CO., INC.
I:si.silse acAi N UTE TRiBAL #t7-!3, #10163 & #imir.Q

------- EXISTINGPIFELINE SECTION 18, T5S, R3W, U.S.B.&M.
SE 1/4 SE I/4

- Uintah Engineering & Land Surveying ACCESS RDAD ] )
24 Snnsth 200 T'amus Vey·msset, iltali R4078 lAŸ 3EAR

(435) 789,IOI I •• AX (435) 789-1m13
BCALE:P=2tK DR¾NBY.RD.fl. REY:Ill-11-12C.L
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RECEIVED: May 30, 2013

PETROGLYPH OPERATING CO., INC.  
P.O. BOX 607 
ROOSEVELT, UTAH 84066 

 

May 30, 2013 

 

Ms. Diana Mason 

State of Utah 

Division of Oil, Gas & Mining 

1594 West North Temple, Suite 1210 

P.O. Box 145801 

Salt Lake City, UT  84114-5801 

 

Re:  Directional Drilling R649-3-11 

 

        Ute Tribal 17-13:         879‘ FSL & 594‘ FEL, SE/SE, Sec. 18 (Surface Hole)   

                                 660‘ FSL & 660’ FWL, SW/SW, Sec. 17 (Bottom Hole)  

       T5S, R3W, U.S.B.&M.,   

                                                       Duchesne County, Utah   

Dear Ms. Mason, 

 Pursuant to the filing of Petroglyph Operating Co., Inc.’s Application for Permit to Drill 

regarding the above referenced well on May 30, 2013, we are hereby submitting this letter in 

accordance with Oil & Gas Conservation Rule R649-3-11 pertaining to the Exception to 

Location and Siting of Wells. 

 

 The Ute Tribal 17-13 is located within the Antelope Creek Unit Area. 

 Petroglyph Operating Co., Inc. is permitting this well as a directional well in order to 

minimize surface disturbance.  Locating the well at the surface location and drilling 

directionally from this location, Petroglyph Operating Co., Inc. will be able to utilize the 

existing road and pipelines in the area. 

 Furthermore, Petroglyph Operating Co., Inc. hereby certifies that it is the sole working 

interest owner within 460 feet of the entire directional well bore. 

 

Therefore, based on the above stated information, Petroglyph Operating Co., Inc. requests the 

permit be granted pursuant to R649-3-11. 

 

       Respectfully Submitted, 

 

 

       Ed Trotter, 

       Agent 

P.O. Box 1910 

Vernal, UT  84078 

Phone:  (435)789-4120 

Fax:  (435)789-1420 

E-mail:  edtrotter@easilink.com 

API Well Number: 43013522020000
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API Well Number: 43013522020000

PETROGLYPH OPERATING CO., INC.
P.O. BOX 607
ROOSEVELT, UTAH 84066

May 30, 2013

Ms. Diana Mason
State of Utah
Division of Oil, Gas & Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, UT 84114-5801

Re: Directional Drilling R649-3-11

Ute Tribal 17-13: 879' FSL & 594' FEL, SE/SE, Sec. 18 (Surface Hole)
660' FSL & 660' FWL, SW/SW, Sec. 17 (Bottom Hole)
TSS, R3W, U.S.B.&M.,
Duchesne County, Utah

Dear Ms. Mason,
Pursuant to the filing of Petroglyph Operating Co., Inc.'s Application for Permit to Drill

regarding the above referenced well on May 30, 2013, we are hereby submitting this letter in
accordance with Oil & Gas Conservation Rule R649-3-11 pertaining to the Exception to
Location and Siting of Wells.

• The Ute Tribal 17-13 is located within the Antelope Creek Unit Area.
• Petroglyph Operating Co., Inc. is permitting this well as a directional well in order to

minimize surface disturbance. Locating the well at the surface location and drilling
directionally from this location, Petroglyph Operating Co., Inc. will be able to utilize the
existing road and pipelines in the area.

• Furthermore, Petroglyph Operating Co., Inc. hereby certifies that it is the sole working
interest owner within 460 feet of the entire directional well bore.

Therefore, based on the above stated information, Petroglyph Operating Co., Inc. requests the
permit be granted pursuant to R649-3-11.

Respectfully Submitted,

Ed Trotter,
Agent
P.O. Box 1910
Vernal, UT 84078
Phone: (435)789-4120
Fax: (435)789-1420
E-mail: edtrotter@easilink.com
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RECEIVED: May 30, 2013

 

Document1 Page 1 of 1 

 

Certification 
 
I hereby certify that I, or persons under my direct supervision, have inspected the 
proposed drillsite and access route; that I am familiar with the conditions that 
presently exist; that the statements made in the Plan are, to the best of my 
knowledge, true and correct; and that the work associated with the operations 
proposed herein will be  performed by Petroglyph Operating Co., Inc. and its 
contractors and subcontractors in conformity with this Plan and the terms and 
conditions under which it is approved. 
 
Please be advised that Petroglyph Operating Co., Inc. is considered to be the 
operator of the UTE TRIBAL 17-13 Well, located in the SE/SE of Section 
18, T5S, R3W, Duchesne County, Utah;  Lease #14-20-H62-3513; and is 
responsible under the terms and conditions of the lease for the operations 
conducted upon the leased lands.  Bond Coverage is provided under Bond 
#LPM4138335. 
 
 
_________________________ ________________________ 
Date       Ed Trotter, as Agent for  
       Petroglyph Operating Co., Inc. 
  
 

API Well Number: 43013522020000
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API Well Number: 43013522020000

Certification

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drillsite and access route; that I am familiar with the conditions that
presently exist; that the statements made in the Plan are, to the best of my
knowledge, true and correct; and that the work associated with the operations
proposed herein will be performed by Petroglyph Operating Co., Inc. and its
contractors and subcontractors in conformity with this Plan and the terms and
conditions under which it is approved.

Please be advised that Petroglyph Operating Co., Inc. is considered to be the
operator of the UTE TRIBAL 17-13 Well, located in the SE/SE of Section
18, T5S, R3W, Duchesne County, Utah; Lease #14-20-H62-3513; and is
responsible under the terms and conditions of the lease for the operations
conducted upon the leased lands. Bond Coverage is provided under Bond
#LPM4138335·

Date Ed Trotter, as Agent for
Petroglyph Operating Co., Inc.
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PETROGLYPH OPERATING CO., INC. FIGURE §1i
'N A LOCATION LAYOUTFOR

RUTE TRIBAL #17-13, #18-16J & #18-16Q
SECTION 18. T5S, R3W, U.S.B.&M.

SE 1/4 SE 1/4 No. 161319
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Operator: PETROGLYPH OPERATING CO                           

Well Name: Ute Tribal 17-13
API Number: 4301352202

Township T05.0S Section 18Range R03.0W
Meridian: UBM

API Well Number: 43013522020000
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RECEIVED: June 10, 2013

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 5 /30 /2013 API NO. ASSIGNED: 43013522020000

WELL NAME: Ute Tribal 17-13    

OPERATOR: PETROGLYPH OPERATING CO (N3800) PHONE NUMBER: 435 789-4120

CONTACT: Ed Trotter    

PROPOSED LOCATION: SESE 18 050S 030W Permit Tech Review:

SURFACE: 0879 FSL 0594 FEL Engineering Review:

BOTTOM: 0660 FSL 0660 FWL Geology Review:

COUNTY: DUCHESNE 

LATITUDE: 40.04178 LONGITUDE: -110.25843

UTM SURF EASTINGS: 563262.00 NORTHINGS: 4432657.00

FIELD NAME: ANTELOPE CREEK    

LEASE TYPE: 2 - Indian    

LEASE NUMBER: 1420H623513             PROPOSED PRODUCING FORMATION(S): GREEN RIVER 

SURFACE OWNER: 2 - Indian COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2 -3 .

Bond: INDIAN - LPM4138336      Unit:  ANTELOPE CREEK 

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: 43-8342           Board Cause No:  Cause 214-2

RDCC Review:           Effective Date:   6 /9 /2000

Fee Surface Agreement           Siting:  Suspends General Siting

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         4 - Federal Approval - dmason
                             15 - Directional - dmason

API Well Number: 43013522020000
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API Well Number: 43013522020000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 5/30/2013 API NO. ASSIGNED: 43013522020000

WELL NAME: Ute Tribal 17-13

OPERATOR: PETROGLYPH OPERATING CO (N3800) PHONE NUMBER: 435 789-4120

CONTACT: Ed Trotter

PROPOSED LOCATION: SESE 18 050S 030W Permit Tech Review:

SURFACE: 0879 FSL 0594 FEL Engineering Review:

BOTTOM: 0660 FSL 0660 FWL Geology Review:

COUNTY: DUCHESNE

LATITUDE: 40.04178 LONGITUDE: -110.25843

UTM SURF EASTINGS: 563262.00 NORTHINGS: 4432657.00

FIELD NAME: ANTELOPECREEK

LEASE TYPE: 2 - Indian

LEASE NUMBER: 1420H623513 PROPOSED PRODUCING FORMATION(S): GREEN RIVER

SURFACE OWNER: 2 - Indian COALBED METHANE: NO

I

RECEIVED ANDIOR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: INDIAN - LPM4138336 Unit: ANTELOPE CREEK

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: 43-8342 Board Cause No: Cause 214-2

RDCC Review: Effective Date: 6/9/2000

Fee Surface Agreement Siting: Suspends General Siting

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed

Stipulations: 4 - Federal Approval - dmason
15 - Directional - dmason

RECEIVED: June 10,



Permit To Drill
******************
Well Name:   Ute Tribal 17-13

API Well Number:   43013522020000
Lease Number:   1420H623513
Surface Owner:   INDIAN 
Approval Date:    6 / 1 0 / 2 0 1 3

Issued to:
PETROGLYPH OPERATING CO, 960 Broadway Avenue, Ste 500, Boise, ID 83703

Authority:
Pursuant to Utah Code Ann. 40-6-1 et  seq. ,  and Utah Administrat ive Code
R649-3-1 et seq.,  the Utah Division of Oil,  Gas and Mining issues conditions of
approval,  and permit to drill  the listed well.  This permit is issued in accordance
with the requirements of  Cause 214-2.  The expected producing formation or  pool
is the GREEN RIVER Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one
pool will  require approval in accordance with R649-3-22.

Duration:
This approval shall  expire one year from the above date unless substantial  and
continuous operat ion is  underway,  or  a  request  for  extension is  made prior  to the
expirat ion date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq.,  the Oil and Gas
Conservation General Rules,  and the applicable terms and provisions of the
approved Application for permit to dril l .

Conditions of Approval:
State approval of this well  does not supercede the required federal  approval,  which
must be obtained prior to dri l l ing.  

In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall
submit a complete angular deviation and directional survey report  to the Division
within 30 days following completion of the well.  

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:
     •  Within 24 hours following the spudding of the well  -  contact Carol Daniels at
8 0 1 - 5 3 8 - 5 2 8 4
     (please leave a voicemail message if not available)
     OR
       submit an electronic sundry notice (pre-registration required) via the Utah Oil &

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: Ute Tribal 17-13
API Well Number: 43013522020000

Lease Number: 1420H623513
Surface Owner: INDIAN
Approval Date: 6/10/20 13

Issued to:
PETROGLYPH OPERATING CO, 960 Broadway Avenue, Ste 500, Boise, ID 83703

Authority:
Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of Cause 214-2. The expected producing formation or pool
is the GREEN RIVER Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one
pool will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which
must be obtained prior to drilling.

In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall
submit a complete angular deviation and directional survey report to the Division
within 30 days following completion of the well.

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil



Gas website
         at  ht tp:/ /oi lgas.ogm.utah.gov

Reporting Requirements:
All reports,  forms and submittals as required by the Utah Oil  and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not l imited to:
     •  Entity Action Form (Form 6) - due within 5 days of spudding the well
     •  Monthly Status Report (Form 9) - due by 5th day of the following calendar
m o n t h
     •  Requests to Change Plans (Form 9) -  due prior to implementation
    • Written Notice of Emergency Changes (Form 9) - due within 5 days
     •  Notice of Operations Suspension or Resumption (Form 9) -  due prior to
implementa t ion
    •  Report of Water Encountered (Form 7) -  due within 30 days after completion
    •  Well Completion Report (Form 8) - due within 30 days after completion or
plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &



RECEIVED: Nov. 19, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 1420H623513 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute In

7.UNIT or CA AGREEMENT NAME:
 ANTELOPE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Ute Tribal 17-13 

2. NAME OF OPERATOR:
 PETROGLYPH OPERATING CO

9. API NUMBER:
 43013522020000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 960 Broadway Avenue, Ste 500 , Boise, ID, 83703 208 685-7685  Ext 

9. FIELD and POOL or WILDCAT:
 ANTELOPE CREEK 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0879 FSL 0594 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 18 Township: 05.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

11/18 /2013

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This well was spud on 11/18/2013 at approximately 6:30 A.M. Using a
Bucket Rig (BR 2) provided by Craig's Roustabout Service, Vernal UT, we
set 60' of 16" Conductor. For additional information please contact our

staff at 435-722-2531.

NAME (PLEASE PRINT) PHONE NUMBER 
 Rodrigo Jurado 435 722-5302

TITLE
 Regulatory & Compliance Spc

SIGNATURE
 N/A

DATE
 11/19/2013

November 21, 2013

Sundry Number: 45114 API Well Number: 43013522020000Sundry Number: 45114 API Well Number: 43013522020000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 1420H623513

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute In

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. ANTELOPE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Ute Tribal 17-13

2. NAME OF OPERATOR: 9. API NUMBER:
PETROGLYPH OPERATING CO 43013522020000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
960 Broadway Avenue, Ste 500 , Boise, ID, 83703 208 685-7685 Ext ANTELOPE CREEK

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0879 FSL 0594 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 18 Township: 05.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

1 1/ 18/2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This well was spud on 11/18/2013 at approximately 6:30 A.M. Using a Accepted by the
Bucket Rig (BR 2) provided by Craig's Roustabout Service, Vernal UT, we Utah Division of
set 60' of 16" Conductor. For additional information please contact our Oil, Gas and Mining

staff at 435-722-2531. FOR RECORD ONLY
November 21, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Rodrigo Jurado 435 722-5302 Regulatory & Compliance Spc

SIGNATURE DATE
N/A 11/19/2013

RECEIVED: Nov. 19,



RECEIVEDForm 3160-3
FORMAPPROVED(August 2007)
OMB No. 1004-0136

UNITED STATES ExpiresJuly 31, 2010
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SL M 1420H623513
APPLICATION FOR PERMIT TO DRILLOR REENT 6. If Indian, Allottee or Tribe Name

UINTAHAND OURAY
la. Type of Work: DRILL Q REENTER . 7. If Unit or CA Agreement, Name and No.

1420H624650
8. Lease Name and Well No.

Ib. Type of Well: Oil Well O Gas Well O Other B Single Zone O MultipleZone UTE TRIBAL 17-13
2. Name of Operator Contact: ED H TROTTER 9. API wellNo.PETROGLYPH OPERATING CO INEMail:edtrotter@easilink.com

3a. Address 3b. PhoneNo. (include area code) 10. Field and Pool, oratoryPh: 435-789-4120 ANTELOPE CRE KROOSEVELT, UT 84066 Fx: 435-789-1420

4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Surveyor Area
At surface SESE 879FSL 594FEL 40.041719 N Lat, 110.258319 W Lon Sec 18 T5S R3W Mer UBM
At proposed prod. zone SWSW 660FSL 660FWL 40.041117 N Lat, 110.253839 W LonâU f/ SME: BIA

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State18.7 MILES SOUTHWEST OF MYTON, UTAH DUCHESNE UT
15. Distance from proposed location to nearest property or 16. No. of Acres in Lease 17. Spacing Unit dedicatedto this welllease line, ft (Also to nearest drig. unit line, if any)

594

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No on filecompleted, applied for, on this lease, ft.
869 6293 MD LPM41383356109 TVD

21. Elevations (Show whether DF, KB, RT, GL, etc. 22. Approximatedate work will start 23. Estimated dur6144 GL 08/15/2013 45 DAYS

24. Attachments NOV15 2013
The following, completed in accordance with the requirements of OnshoreOil and Gas Order No. 1, shall be attached to this form:
1. Well plat certified by a registered surveyor. 4. Bond to cover the operationsunless cover by xi i bS
2. A Drilling Plan. Item 20 above).3. A Surface Use Plan (if the location is on National Forest SystemLands, the 5. Operator certificationSUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific informationand/or plans as may be required by the

authorized officer.

25. Signature Name (Printed/Typed) Date(Electronic Submission) LESTERFARNSWORTH Ph: 435-722-2531 06/04/2013
Title

DISTRICT MANAGER

Application approval does not warrant or certify the applicant holds legal or equitable title to those rights in the subject lease which would entitle the apphcant to conductFo."$°.".'s*f°pnroval,
if any, are attached CONDITIONSOFAPPROVALATTACHED

Title 18U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfullyto make to any departmentor agency of the UnitedStates any false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.

Additional Operator Remarks (see next page)

Electronic Submission #209657 verifled by the BLMWell Information SystemFor PETROGLYPH OPERATING CO INC, sent to the VernalNOTlŒOF d to AFMSS for processing by JONNETTA MAGEE on 06/11/2013 (13JM1044AE)

00001
** BLM REVISED ** BLM REVISED ** BLM REVISED " BLM REVISED ** BLM REVISED



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: PETROGLYPH OPERATING CO INC Location: SESW, Sec. 18, T5S, R3W
Well No: UTE TRIBAL 17-13 Lease No: 14-20-H62-3513
API No: 43-013- gaa Da Agreement: NIA

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Construction Activity - The Ute Tribe Energy & Minerals Dept. and BLM Environmental
(Notify Ute Tribe Energy & Minerals Scientist shall be notifiedat least 48 hours in advance of any
Dept. and BLM Environmental construction activity. The Ute Tribal office is open Monday
Scientist) throughThursday.

Construction Completion - Upon completion of the pertinent APDIROW construction, notify
(Notify Ute Tribe Energy & Minerals the Ute Tribe Energy & Minerals Dept. for a Tribal Technician to
Dept. and BLM Environmental verify the Affidavit of Completion. Notify the BLM Environmental
Scientist) Scientist prior to moving on the drilling rig.

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify BLM Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing
(Notify BLM Supv. Petroleum Tech.) all casing strings to:bim ut vn opreport@blm.qov.

BÒŒXRelated Equiprnent Ïests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify BLM Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify BLM Petroleum Engineer) production resumes after well has been off production for more

than ninety (90)
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SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

• Both existing and new infrastructure will be painted Covert Green
• Remove all tanks and production systems untildrilling operations are complete.
• Remove all existing flow-lines on the new damage until drilling operations are complete.
• The damage corners will be re-staked before dirt work commences and a Tribal Compliance

officerwill be present to ensure that the dirt stays withinthe authorized
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Well: UTE TRIBAL N•fi

11/5/2013

DOWNHOLE PROGRAM
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

• Gamma Ray Log shall be run for Total Depth to Surface.
• CBL will be run from TD to TOC.
• Cement for the surface casing will be circulated to the surface.
• Cement for the long-string shall be circulated 200' above surface casing shoe.

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS

• The spud date and timeshall be reported orallyto Vernal Field Office within 24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours in
advance of casing cementing operations and BOPE & casing pressure tests.

• All requirements listed in Onshore Order #2 Ill. E. Special Drilling Operations are applicable for
air drilling of surface hole.

• Blowout prevention equipment (BOPE) shall remain in use untilthe well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil &
Gas Order No. 2 to insure good mechanical workingorder. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and i by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafteras specified in Onshore Oil & Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressivelfresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water
is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM
Vernal Field Office.

• The operator must report encounters of all non oil& gas mineral resources (such as Gilsonite,
tar sands, oilshale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days
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each encounter. Each report shall include the well namelnumber, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (along with a telephone number) should the BLM need to obtain additional
information.

• A complete set of angular deviation and directional surveys of a directional well will be
submitted to the Vernal BLM office engineer within 30 days of the completion of the well.

• While activelydrilling, chronologic drilling progress reports shall be filed directly with the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum
Engineers until the well is completed.

• A cement bond log (CBL) will be run from the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run on this well by CD (compact disc).
This submission will supersede the requirement for submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approval from the BLMVernal Field
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OPERATING REQUIREMENT REMINDERS:

• All wells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

• For information regarding production reporting, contact the Office of Natural Resources
Revenue (ONRR) at www.ONRR.qov.

• Should the we11be successfully completed for production, the BLMVernal Field office must be
notified when it is placed in a producing status. Such notification will be by written
communication and must be received in this office by not later than the fifth business day
following the date on which the well is placed on production. The notification shall provide, as a
minimum, the following informational items:

o Operator name, address, and telephonenumber.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date wellwas placed in a producing status (date of first production for which royalty will
be paid).

o The nature of the well's production, (i.e., crude oil, or crude oil and casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise
the non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.

o Communitization agreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLMVernal Field Office.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than Major
Events" will be reported in writing within 15 days. "Minor Events" will be reported on the
Monthly Report of Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with the well completion report a geologic report including,
at a minimum, formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of production tests
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performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM, Vernal Field Office.

• AIIofl-lease storage, off-lease measurement, or commingling on-lease or off-lease, shall have
prior written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field
Office Petroleum Engineers will be provided with a date and timefor the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLMVernal Field Office. All measurement facilities willconform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLMVernal Field Office within 30 days of installation or first production, whichever occurs
first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which willresult in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval
may be obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLMVernal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLMVernal Field Office shall be obtained and notification given
before resumption of operations.

• Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from thiswell for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this officeand in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but
no later than 45 days after the date of first production. Any method of disposal which has not
been approved prior to the end of the authorized 90-day period will be considered as an Incident
of Noncompliance and will be grounds for issuing a shut-in order untilan acceptable manner for
disposing of said water is provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface



STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITY ACTION FORM

Operator: Petroglyph Operating Company Operator Account Number: N 3800

Address: P.O. Box 607

city Roosevelt

state UT zip 84066 Phone Number: (435) 722-2531

Well 1

API Number Well Name OG Sec Twp Rng County
4301352202 Ute Tribal 17-13 SESE (§ 5S 3W Duchesne

Action Code Curmnt Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

B 99999 12084 11/18/2013
Comments:

Please add well to existing Ute Tribal 18-16 Tank Battery.

weilAPI
Number Well Name OO Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

wellAPI
Number Well Name 00 Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Rodrigo Jurado
B - Add new well to existing entity (groupor unít well) Nam t)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to agggialVED "
E - Other (Explain in 'comments' section) Regulatory Compliance Spc 11/19/2013

NOV19 2013 """ °°**



CONFllENTIAL
BLM - Vernal Field Office - Notification Form

Operator Petroglvoh ODeratina Rig Name/# Craiq's/Pro Petro
Submitted By Rodrigo Jurado Phone Number 435-722-5302
Well Name/Number Ute Tribal 17-13
Qtr/QtrSESE Section 18_Township 5S Range _3W
Lease Serial Number 14-20-H62-3513
API Number _43-013-52202

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time AMO PMO
Casina - Please report time casing run starts, not cementing
times.

Surface Casing
O Intermediate Casing
O Production Casing
O Liner
O Other

Date/Time 11/25/2013 07:00 AM O PM O
BOPE

RECEIVEDO Initial BOPEtest at surface casing point
O BOPEtest at intermediate casing point IW2 2 2013
O 30 day BOPEtest DIV.0POILGAS&MININGO Other

Date/Time AMO PMO
Remarks We plan on running +/- 500' of 8-5/8" J-55 Surface
Casing at the time indicated. (Sent 11/22/2013 @3:00



CONFilENTIAL
BLM- Vernal Field Office - Notification Form

Operator Petroglyph Operating Co Rig Name/# Capstar 334
Submitted By Jon Willis Phone Number 970-361-3271
Well Name/Number t,)teTribal 17-13
Qtr/QtrSE/SE Section 18 Township as Range 3w
Lease Serial Number 14-20-H62-4633
API Number 43-013-52202

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time AM PM

Casinq - Please report timecasing run starts, not cementing
times.
O surfacecasing
O Intermediate Casing

Production Casing
Liner

O Other

Date/Time AM PM

BOPE
Initial BOPEtest at surface casing point RECEIVED

O BOPEtest at intermediate casing point DE 08 20i3
30 day BOPEtest
Other DIV.0F0lkGAS&MINING

Date/Time 12/08/2013 18:00 AM PM



RECEIVED: Dec. 30, 2013

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 1420H623513 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute In

7.UNIT or CA AGREEMENT NAME:
 ANTELOPE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Ute Tribal 17-13 

2. NAME OF OPERATOR:
 PETROGLYPH OPERATING CO

9. API NUMBER:
 43013522020000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 960 Broadway Avenue, Ste 500 , Boise, ID, 83703 208 685-7685  Ext 

9. FIELD and POOL or WILDCAT:
 ANTELOPE CREEK 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0879 FSL 0594 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 18 Township: 05.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

1 /7 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please see attached.

NAME (PLEASE PRINT) PHONE NUMBER 
 Rodrigo Jurado 435 722-5302

TITLE
 Regulatory & Compliance Spc

SIGNATURE
 N/A

DATE
 12/30/2013

December 30, 2013

Sundry Number: 46235 API Well Number: 43013522020000Sundry Number: 46235 API Well Number: 43013522020000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 1420H623513

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute In

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. ANTELOPE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Ute Tribal 17-13

2. NAME OF OPERATOR: 9. API NUMBER:
PETROGLYPH OPERATING CO 43013522020000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
960 Broadway Avenue, Ste 500 , Boise, ID, 83703 208 685-7685 Ext ANTELOPE CREEK

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0879 FSL 0594 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 18 Township: 05.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

1/7/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached. Accepted by the
Utah Division of

Oil, Gas and Mining

Date: December 30, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Rodrigo Jurado 435 722-5302 Regulatory & Compliance Spc

SIGNATURE DATE
N/A 12/30/2013

RECEIVED: Dec. 30,



RECEIVED: Dec. 30, 2013

Sundry Number: 46235 API Well Number: 43013522020000Sundry Number: 46235 API Well Number: 43013522020000

STATEOFUTAH FORM9

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OlL, GAS AND MINING 5 LEASE DESIGNATIÒN AND SERIAL NUMBER:

14-20-H62-3513

SUNDRY NOTICES AND REPORTS ON WELLS
"UI N AdNALLO EEeORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells significantly deepen existing wells below current bottom-hole depth, reenter plugged wells or t° 14-20-H62-4650

drill horizontaHaterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL i 0/E 11 NAME r : NUMBER
OIL WELL 2 GAS WELL OTHER Ute Tnbal 17-13

NAME OFOPERA10R : Ai'I NtiMUI H

Petroglyph Operating Company Inc. 4301352202
3 ADDRESS Oi OPLRATOR PHONI NUMül R I IELD AND 900[ OR WILDCAT

PO Box 607 Roosevelt UT 84066 (435) 722-2531 Antelope Creek
4 lOfATIONOFWill

i OOTAGLS Al bURFAO e 879' FSL, 594' FEL COUNTY: Duchesrie

OIRQiR Sff IION TOWNb SESE 18 5S 3W U STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ^6:Diti O Of EPL N REPERF ORAIL t URRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) AL11 N GAblNG f RALTURE TREAl StDE IRACK TO REPAIR WELL

Approximate date work will start: (AblNG REPAIIR NLW CON51RUL TION TF MPORARil Y ABANDON

1/7/2014 CHANGE TO PREVIOUS PLANS OPE RATOR CHANGE TUBING REPAIR

CHANGL TUl3|NC> f>lUt2AND ABANDON VI NT OR ELARE

O SUBSEQUENT REPORT t HANGE WI ll NAME PLUo BACK WATFR DibPOS4l
(Submit Original Form Only)

CHANGE WEll SIAIUb PRODUt IION SIARTIRibUME) M/AIERSHUT OEF
Date of work completion

COMMINGll- PRODUt INGFORMATIONS RE 01AMAIIONOF WlLL blTE ogy

L ONVf RT WEll I YPE RI LOMPLE ft DIl FLW Nl FORMATION

' DESCRIBE PROPOSED OR COMPt E fE D OPFRAllONS Clearly aca al penmem details including dates, depths, volumes. etc

On or around 1/7/2014. depending on equipment availability, Petroglyph Operating intends to perforate and fracture treat the
following 4177-80, 4196-4204, 4206-09, 4214-24, 4382-87. 4396-4401, 4402-35, 4441-43, 4450-56, 4459-63, 4606-13,
4640-46, 4650-58, 4720-23. 4758-65, 4830-35 4868-72, 4917-23, 4952-56, 4987-92, 4995-5004, 5140-46, 5253-72, 5292-95,
5322-24, 5667-70 & 5678-98 We will perforate at 4 shots per foot and isolate zones using Halliburton 8K Composite Plugs.
We plan complete the following stages
5667-5698 33,600 Gals of fluid containing 60,000#'s of sand,
5140-5324 42,000 Gals of fluid containing 75,000#'s of sand,
4987-5004 28,000 Gals of fluid containing 50.000#'s of sand,
4917-4956 15.680 Gals of fluid containing 28 000#'s of sand.
4720-4872 19 600 Gals of fluid containing 35 000#'s of sand
4606-4658 28,000 Gals of fluid containing 50,000#'s of sand.
4382-4463 36 400 Gals of fluid containing 65,000#'s of sand
1177 1221 33 600 Gals of fluid contoring en nnnit of sand

This plan is tentative and will be adjusted as needed during completion operations Volumes and amounts of sand are only
estimates actual figures will be recorted at a lator date All pluqs will be drilled out and and the well swabbed as necessary

Rodngo JLJrado ,
Regulatory Compliance Specialist



CONFilEN11AL

BLM- Vernal Field Office - Notification Form

Operator Petroglyph Operating Co. Rig Name/# Capstar 334
Submitted By Jon Willis Phone Number 970-361-3271
Well Name/Number Ute Tribal 17-13
Qtr/QtrSE/SE Section 18 Township Se Range 3w
Lease Serial Number 14-20-H62-4633
API Number 43-013-52202

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time AM PM

Casinq - Please report time casing run starts, not cementing
times.

Surface Casing
O Intermediate Casing

Production Casing
O Liner

Other

Date/Time 12/12/2013 18:00 AM PM

BOPE
O Initial BOPEtest at surface casing point RECEIVED
O BOPE test at intermediate casing point DECI i 2813

30 day BOPEtest
Other OlV,OF01LGAS&MINING

Date/Time AM PM



RECEIVED: Jan. 27, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 1420H623513 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute In

7.UNIT or CA AGREEMENT NAME:
 ANTELOPE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Ute Tribal 17-13 

2. NAME OF OPERATOR:
 PETROGLYPH OPERATING CO

9. API NUMBER:
 43013522020000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 960 Broadway Avenue, Ste 500 , Boise, ID, 83703 208 685-7685  Ext 

9. FIELD and POOL or WILDCAT:
 ANTELOPE CREEK 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0879 FSL 0594 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 18 Township: 05.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /22 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The date of first production for this well was 01/22/2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Rodrigo Jurado 435 722-5302

TITLE
 Regulatory & Compliance Spc

SIGNATURE
 N/A

DATE
 1 /27 /2014

January 28, 2014

Sundry Number: 47141 API Well Number: 43013522020000Sundry Number: 47141 API Well Number: 43013522020000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 1420H623513

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute In

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. ANTELOPE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Ute Tribal 17-13

2. NAME OF OPERATOR: 9. API NUMBER:
PETROGLYPH OPERATING CO 43013522020000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
960 Broadway Avenue, Ste 500 , Boise, ID, 83703 208 685-7685 Ext ANTELOPE CREEK

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0879 FSL 0594 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 18 Township: 05.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/22/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The date of first production for this well was 01/22/2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 28, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Rodrigo Jurado 435 722-5302 Regulatory & Compliance Spc

SIGNATURE DATE
N/A 1/27/2014

RECEIVED: Jan. 27,



RECEIVED: Jun. 04, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 1420H623513 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
 ANTELOPE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Ute Tribal 17-13 

2. NAME OF OPERATOR:
 PETROGLYPH OPERATING CO

9. API NUMBER:
 43013522020000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 960 Broadway Avenue, Ste 500 , Boise, ID, 83703 208 685-7685  Ext 

9. FIELD and POOL or WILDCAT:
 ANTELOPE CREEK 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0879 FSL 0594 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 18 Township: 05.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /24 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please see attached.

NAME (PLEASE PRINT) PHONE NUMBER 
 Rodrigo Jurado 435 722-5302

TITLE
 Regulatory & Compliance Spc

SIGNATURE
 N/A

DATE
 6 /4 /2014

June 04, 2014

Sundry Number: 51861 API Well Number: 43013522020000Sundry Number: 51861 API Well Number: 43013522020000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 1420H623513

SUNDRY NOTICES AND REPORTS ON WELLS 6 F INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. ANTELOPE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Ute Tribal 17-13

2. NAME OF OPERATOR: 9. API NUMBER:
PETROGLYPH OPERATING CO 43013522020000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
960 Broadway Avenue, Ste 500 , Boise, ID, 83703 208 685-7685 Ext ANTELOPE CREEK

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0879 FSL 0594 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 18 Township: 05.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/24/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached. Accepted by the
utah Division of

Oil, Gas and Mining

FO&BESQRIPONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Rodrigo Jurado 435 722-5302 Regulatory & Compliance Spc

SIGNATURE DATE
N/A 6/4/2014

RECEIVED: Jun. 04,



RECEIVED: Jun. 04, 2014

Sundry Number: 51861 API Well Number: 43013522020000Sundry Number: 51861 API Well Number: 43013522020000

STATEOFUTAH FORM9
DLPARTMFNl OE NA TURAL RE:SOURCES

DIVISION OF OIL. GAS AND MINING
14-20-H62-3513

SUNDRY NOTICES AND REPORTS ON WELLS Ute Indian Tribe

Do not use this form for proposals to drillnewwells, significantly deepen existingwells below current bottom-hole depth. reenter plugged welis, or t° 14-20-H62-4650
drill horizontal laterals. Use APPUCATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
OIL WELL GAS WELL OTHER Ute Tribal 1 /-13

Petroglyph Operating Company Inc, 4301352202
PHONE NUMBER:

PO Box 607 Roosevelt UT 84066 (435) 722-2531 Antelope Creek
4. LOCATION OF WELL

FOOTAGES AT SURFACE: 879' FSL 594' FEL COUNTY: Duchesne

QTR/QTR, SECTION, TOWNSHIP RANGE. MERIDIAN: SESE 18 SS 3W U STATE:
UTAH

n CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE REPORT, OR OTHER DATA
IYPE OF SUBMISSION IYPE OF ACTION

O NOTICE OF INTENT

SUbŠEQULNT REPOP f

1/24/2014

12 DESCRIBF PROPOSF D OR LOMPLE TED 3PFPsTIONb Cleariphow all pertinent details meluding dates depths volumes, etc

On 12/31/2013 Petroglyph Operating ran GR/CBL and found ETOC @250', then on 1/7/2014 perforated the following
5678-98, 5667-70, 5322-24 5292-95, 5253-72, 5140-46 4995-5004 4987-92 4952-56 4917-23 4868-72 4830-35 4758-65,
4720-23 4650-58 4640-46 4606-13 4459-63 4450-56 4441 43 4422 35 4396-4401 4382 87 4214 24 4206 00
4196-4204. 4177-80 We isolated and fracture treated the following intervals
5,667'-5,698': 754 Bbis of fluid containing 60,110#'s of sand,
5,140'-5,324': 781 Bbis of fluid containing 75,120#'s of sand,
4,987'-5,004': 625 Bbis of fluid containing 50,170#'s of sand,
4,917'-4,956': 461 Bbis of fluid containing 27,960#'s of sand,
4,720'-4,872': 478 Bbis of fluid containing 35,180#'s of sand,
4,606'-4,658': 589 Bbis of fluid containing 50,140#'s of sand,
4,382'-4,463': 693 Bbis of fluid containing 65,240#'s of sand,
4,177'-4,224': 696 Bble of fluid containing 54,510#'s of sand.
Isolation plugs used were Halliburton 8K Composite Plugs, fluid used was Delta 140 18# gelled fluid, sand used was 20/40
Mesh Premium White Sand and plugs used were Titan 3-1/8", containing 22.7 gram charges, 0.42" EHD, 23.54" TTP @4 SPF
@120* Phased. All plugs were drilled out and cleaned out to PBTD, 6,043', The well was swabbed until a good oil cut was
see, then ran a pump on 1/21/2014 and put to pump.

Rodngo Jw ado Regulator y Compliance Speaanst

b 28 2014

This space for State uw



RECEIVED: Jun. 16, 2014

Sundry Number: 52186 API Well Number: 43013522020000Sundry Number: 52186 API Well Number: 43013522020000

STATE OF UTAH AMENDED REPORT FORM 8
DE PAld 1MI N 1 Uf NA TURAL IRESOUIRCE 5 (highlight changes)

DIVISION OF OIL GAS AND MINING l¾ l DN UT N NL EN LN MED
14-20-H62-3513
FDit i F ft NL

WELL COMPLETION OR RECOMPLETION REPORT AND LOG Ute indian Tnbe
1a. TYÑOF WELL: ¡LI OTHER

I a hl MLN J WL

14-20-H62-4650

owes Ute Tnbal 11-13

Petroglyph Operating Company, Inc. 4301352202
If Ith LPILI

P.O. Box 607 Roosevelt UT 84066 (435) 722-2531 Antelope Creek
4. LOCATION OF WELL (FOOTAGES) 11

AT SURFACE 879' FSL, 594' FEL SESE 18 5S 3W U
AT TOP PRODUCING INTERVAL REPORTED BELOW 731' FSL, 338' FWL SWSW Sec. 17 T5S R3W

12. COUNTY 13. STATE
AT TOTAL DEPTH; 688' FSL, 628' FWL SWSW Sec. 17 TSS R3W Duchesne UTAH

14. DATE SPUDDED 15. DATE T.D. REACHED 1ô. DATE COMPLETED I El i l F- sT t

11/18/2013 12/12/2013 1/21/2014 * * V ' ' * 6 157' RKB
18. TOTAL DEPTH MD 6,125 UG BACK T.D.: MD 6,043 1 i HE * Fue i a i " " E V

'LT
Tvo 5,945 Tv¤ 5,863

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submn copy of each) 23.

WAS WELL CORED9 NO
ACTR, SDDSN, Cement Bond Log, Borehole Volume Plot

WAS DST RUN? NO

DIRECTIONAL SURVEYO NO

24 CASING AND LINER RECORD (Report all strmgs set m well)

I i N E E V L i 4 1 TOP (MD) E 1 V A r 41 CEMENT TOP ** *1 4

26 16 J-55 75 0 73 0 Conductor
12 2b 8 b25 J-55 24 0 549 G 350 72 0
7 875 bb J-55 15 5 0 6.116 G 820 253 250' CBL

25 IUBING7R5ECORD

5 /23
26 PRODUCING IN TERVALS 27 PERFORATION RECORD

Gieen River 4 1 / / 6 698 4 028 b b20 4 177 b 698 0 42 664

x8 At 10 ERAf TURE ThbA TMENT C EMFNT SQULEZE ER

‡ 177-6 698 b 077 Bbis of Delta 140 18 Gelled Huid containing 418 430;rs of 20 40 Mesh Sand

29 ENGLOSEDATIACHMENTS su WEu STAlus

ELECTRICALIMECHANiCALLOGS GEOLOGIC REPORT DSWO DIRECTIONALSURVEY PO W
SUNDRY NOTiCE FOR PLUGGING AND CEMENT VERIRCATION CORE ANALYSLS OTHER

(CONTINUEDON



RECEIVED: Jun. 16, 2014

Sundry Number: 52186 API Well Number: 43013522020000Sundry Number: 52186 API Well Number: 43013522020000

31. INITIAL PRODUCTION INTERVAL A (As shown in item #26)

TESTDATE tu F Tl El I ik Lth f! N C llEl GAS-MCF J ff, Lfi

1/22/2014 3/15/2014 24 E ¯* 180 133 62 Rod Pump
CSG.PRESS APIGRAVITY £10 L - Jil P lf 4HRPfbDiftli fi Oh blL GAS-MCF ÍÊ LÍÌ

32/64 2b1 251 39 10 1 739 ' " 180 133 62 Open
INTERVAL B (As shown m item #26)

DATE FIRST PRODUCED TEST DATE I t L I f ' l i i F 11 El l WATER - BBL PROD. METHOD

CSG PRESS El i I - i M i I J 11 i 1 1 WATER - BBL INTERVAL STATUS

INTERVAL C (As shown m item #26)

A if I Lsrf 1 . Eh L M f) GAS - MCF WATER - 88L
RATES -+

CHOKE StZE I T i
- 1 1 ti k 3L I t - 9 INTERVAL STATUS

r - ¡ -+

INTERVAL D (As shown m item #26)

DATE FlRST PRODUCED 11 r lE H i L I h n EEt GAS - MCF WATER - BBL
1 -+

CHOKE SIZE F i 'l 4 1 1 1 GAS - MCF WATER - BBL

32, DISPOSITION OF GAS (Sold, Used for Fuel, Vented Etc.)

Used for Fuel
33 SUMMARY OF POROUS ZONES (Include Aquifers) 34. FORMATION(Log) MARKERS:

Show all important zones of porosity and contents thereof Cored intervals and all drill stem tests including depth interval
tested, cusnionused time tool open flowing and shutän pressures and recoveries.

Formation Descriptions Contents, etc. Name (Measu ed Depth)

Trona 2 6/2
Mahogany 2 833
Garden Gulch 3 576
B Marker 3 996
X Marker 4 513
Y Marker 4.548
Douglas Creek 4.662
B Lime 5.058
Castle Peak 5.614
Basal Carbonate 6.023

35 ADDITIONAL REMANF Unclude plugg ng procedurti

All Frac and Perf info is condensed. Please see NOl and Subsequent Frac Sundry for a detailed record.

36. I hereby certify that the foregoing and attached information is complete and correct as determined from aB available records

Utah Division of Oil, Gas and Mining Phone: 801-538 5340
1594 West North Temple Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah a



RECEIVED: Jun. 16, 2014

Sundry Number: 52186 API Well Number: 43013522020000Sundry Number: 52186 API Well Number: 43013522020000

STATEOFUTAH FORM7
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

Well name and number Ute iUbal 1 /-13

API number: 4301352202

Well Location: QQ SESE Section 18 Township i Range 3W County Duchesne

Well operator: Petroglyph Operating Company Inc

Address: P.O. Box 607

cgy Roosevelt state UT zip 84066 Phone: (435) 722-2531

Drilling contractor ProPetro Services

Address: 1422 East 1500 South

city_ ate
_

_zg84078_ Phone 435) 9-1735

Water encountered (attach additional pages as needed)

DEPTH VOLUME QUALITY
F ROM TO LFLOWRATE OR HEAD) (FRESH OR SALTY)

0 549 ¿ 1 Salty

Formation tops: 2
(Top to Bottom)

9

12

| hereby certify that th s report s true and complete to the best of my know edge



RECEIVED: Jun. 16, 2014

Sundry Number: 52186 API Well Number: 43013522020000Sundry Number: 52186 API Well Number: 43013522020000

Multi-Chem Analytical Laboratory mU Iti-Chem1553 East Highway 40
Vernal, UT S4078 A HALLIBURTON SERVICE

Units of Measurement: Standard

Production Company PETROGLYPH ENERGY INC Sales Rep James Patry
Well Name: UTE TRIBAL17-13 Lab Tech: Gary Winegar
Sample Point: Rig 531 feet
Sampie Date: 11/26/2013 Scang potential predicted using ScateSoftPitzer from
Sample ID: WA-260911 Brine Chemistry Consortium (R ce Univers ty)

H2S in Water (mg/L): 0.00 Manganese (Mn): 0.05 Silica (SiO2): 34.24
Notes:
B=39 Al=2.1 Li=1.4

(PTB = Pounds per Thousand Barreis)

SI PTB SI PfW: 58 Si PTS Si PTU St PTS SI PTS St PTB

60 00 14 00 1 11 14.51 0 23 0.2T 0.00 0 00 1 84 1.29 O00 0 00 0 00 0.00 0 00 0.00 0 00 0 00
74 00 157 00 1.12 14.55 0.08 0.10 0.00 0 00 i 91 1.29 0 00 0 00 0 00 0.00 0 00 0.00 0 00 0 00
88 00 300 00 1 14 14.65 0 00 0.00 0.00 0 00 1 99 1 30 0 00 0 00 0 00 0 00 0 00 0.00 0 00 0 00

103.00 443 00 1.1T 14.TL 0.00 0.00 0.00 0 00 2 OT 1 30 0 00 0 00 0 00 0 00 0 00 0.00 0 00 0 00
11TOO 585 00 1 20 14.90 0 00 0 00 0 00 0 00 2 14 1 30 0 00 0 00 0 00 0 00 0 00 0.00 0 00 0 00
132.00 728.00 1.24 15.04 0 00 0 00 0.00 0 00 221 1 30 0 00 0.00 0 00 0 00 0 00 0.00 0 00 0.00
146 00 871.00 1 28 15.18 0 00 0 00 0 00 0 00 2 28 1 30 0 00 0 00 0 00 0 00 0 00 0.00 0 00 0 00
161 00 1014.00 1.33 15.32 0 00 0 00 0 00 0 00 2.35 1.30 0.00 0.00 0 00 0 00 0 00 0 00 0 00 0.00
175 00 115TOO 1 38 15.46 0 00 0.00 0.00 0 00 2.41 1 30 0 00 0 00 0 00 0 00 0 00 0 00 0 00 0 00
190 00 1300.00 1 44 15.59 0 00 0.00 0.00 0 00 2.4T 1.30 0.00 0 00 0.00 0 00 0.00 0 00 0.00 0.00

Etlucs Commitment Page 1 of 3 Excellence



RECEIVED: Jun. 16, 2014

Sundry Number: 52186 API Well Number: 43013522020000Sundry Number: 52186 API Well Number: 43013522020000

Multi-Chem Analytical Laborato" mUlt i-Chem1553 East Highway 40
Vemal, UT84078 A HALLIBURTDft SERVICE

60 00 14 00 0 00 0 00 0 00 0 00 0 00 0 00 0 00 0 00 0 00 0.00 0 78 4.67 O22 1.89 7 38 1.40
74.00 157 00 0.00 0 00 0.00 0 00 0 00 0,00 0.00 0 00 0 00 0 00 1 30 7.17 0 47 3.54 7 60 1.40
88.00 300 00 0 00 0 00 0 00 0 00 0 00 0.00 0.00 0 00 0 00 0 00 1 87 9.79 0 76 5 40 7 91 1.40

103 00 443 00 0 00 0 00 0.00 0 00 0 00 0.00 0.00 0.00 0 00 0 00 2 46 12.24 1 08 7 26 8 24 1 40
117 00 585 00 0 00 0 00 0 00 0 00 0 00 0.00 0 00 0 00 0 00 0 00 3 06 14 50 1 40 9 10 8 59 1 40
132 00 728 00 0 00 0 00 0.00 0 00 0 00 0.00 0 00 0 00 0 00 0 00 3 67 16.53 1 73 10 89 8 97 1 40
146 00 871 00 0 00 0 00 0 00 0 00 0 00 0 00 0 00 0 00 0 00 0 00 4 28 18 29 2 07 12 62 9 36 1 40
161 00 1014 00 0 00 0 00 0.00 0.00 0 00 0 00 0.00 0 00 0 00 0 00 4 89 19 73 2 41 14.26 9 76 1.40
175 00 1157 00 0.00 0 00 0 00 0.00 0 00 0.00 0.08 0 00 0 00 0 00 5 49 20 83 2 75 15 78 10 16 1 40
190.00 1300.00 0.00 0.00 0.00 0.00 0.00 0.00 0.21 0.00 0.00 0 00 6.08 21.61 3.08 17.15 10.57 1.40

These scales have positive scaling potential under initial temperature and pressure Calcium Carbonate Barium Sulfate fron Carbonate Mg Silicate Ca Mg
Silicate Fe Silicate

These scales have positive scating potential under fmal temperature and pressure: Calcium Carbonate fron Carbonate Zinc Carbonate Mg Silicate Ca Mg
Silicate Fe Sibcate

Calcium Cart>onate Barium Sulfate

015
0 8 10 0 15
o6 o 1 o 1

5 0 05 0 05
0 0 0 10

60 88 116 144 172 60 88 116 144 172
74 102 130 158 186 74 102 130 158 186

Temperature Temperature

Ca Mg Silicate fron Cart>onate

05 o 05
02 Ñ

0 0
60 88 116 144 172 60 88 116 144 172

74 102 130 158 186 74 102 130 158 186

Temperature Temperature

Ethics Commitment Page 2 of 3 Exce//ence



RECEIVED: Jun. 16, 2014

Sundry Number: 52186 API Well Number: 43013522020000Sundry Number: 52186 API Well Number: 43013522020000

Multi-Chem Analytical Laboratory mU It -Chem
1553 East Highway 10
Vemal, UT 84078 A HALLIBURTON SERVICE

Water Analysis Report

Zinc Carbonate
025

' 0.2

015

0.1

005

60 88 116 144 172
74 102 130 158 186

Temperature

Mg Silicate

60 88 116 ' u 172
74 102 130 158 186

Temperature

Fe Silicate

Temperature

- A Halliburton Service Friday, December 13, 2013
Page 3 of



RECEIVED: Jun. 16, 2014

Sundry Number: 52186 API Well Number: 43013522020000

Job
N
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ber:

U
T131425

State/C
ountry:

U
T

C
om

pany:
Petroglyph

D
eclination:

11.07
Lease/W
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te
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rid:
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Location:
A

ntelope
C

reek
File

nam
e:

C
:\W

IN
SER

V
E\U
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Y

R
ig

N
am
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C

apstar
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D
ate/Tim

e:
12-D
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/03:00

R
K

B
:

C
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N
am

e:
U

te
Tribal

17-13
A

ctual
G

.L.
or

M
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o
Payzone

D
irectional

Services
LLC

ooocN
W

IN
SER

V
E

SU
R

V
EY

C
A

LC
U

LA
TIO

N
S

M
inim

um
C

urvature
M

ethod
(N

V
ertical

Section
Plane

99.10
V

ertical
Section

R
eferenced

to
V

V
ellhead

R
ectangular

C
oordinates

R
eferenced

to
V

V
ellhead

M
easured

IncI
D

rift
True

V
ertical

C
LO

SU
R

E
D

ogleg
D

epth
A

ngle
D

irection
V

ertical
N

-S
E-W

Section
D

istance
D

irection
Severity

FT
D

eg
D

eg
D

epth
FT

FT
FT

FT
D

eg
D

eg/100

.00
.00

.00
.00

.00
.00

.00
.00

.00
.00

559.00
.20

186.40
559.00

-.97
-.11

-05
.98

186.40
.04

652.00
1.60

86.40
651.99

-1.05

1.17
1.32

1.57
131.91

1.77
co

744.00
3.40

90.70
743.90

-1.00

5.18
5.27

5.28
100.95

1.97
851.00

4.70
91.80

850.63
-1.18

12.73
12.76

12.79
95.29

1.22

••

942.00
5.30

91.10
941.28

-1.38

20.66
20.62

20.71
93.81

.66

1034.00
6.50

97.70
1032.79

-2.16

30.07
30.03

30.15
94.10

1.50
1125.00

7.30
101.00

1123.13
-3.95

40.85
40.96

41.04
95.52

.98

1216.00
8.00

100.40
1213.32

-6.20

52.75
53.07

53.12
96.70

.77

1308.00
9.30

99.20
1304.27
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66.91

66.94
97.33

1.43

Page



RECEIVED: Jun. 16, 2014

Sundry Number: 52186 API Well Number: 43013522020000
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RECEIVED: Jun. 16, 2014

Sundry Number: 52186 API Well Number: 43013522020000
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RECEIVED: Jun. 16, 2014

Sundry Number: 52186 API Well Number: 43013522020000
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